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ace ‘1 Jae lufkin Rule Company has specialized in the 
Ne F-me devices. Although age alone is no 
juality nufacturer of precision measuring 


quality in products, would have little 


ance for long life. TRe Lufkin Rule Company, mindful of its 
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ng tapes and re- bea 
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2 | SHORT TAPES | tape rules 


Front 


Back 


LOKmatic® 
white clad - 1/2” and 3/4” wide 


The finest tape rule available. Positive lock holds blade securely at any length, 
will not let it creep back into case. The handsome nameplate is a push button 
for control of blade return. Large, jet-black numerals are easy to read on 
snow-white background. Foot markings are black color blocks; 16” centers 
are identified by red color blocks. One model (W7312) has 10 handy reference 
tables on the reverse side of the blade; no other manufacturer offers this. 
Full protection against wear and abrasion is afforded by a flowed-on, trans- 
parent epoxy coating. There are no seams or weak spots to allow chipping, 
peeling or discoloration. All models have removable belt clips. Available with 
Y," blades in lengths of 8, 10, and 12 feet; 34” blades in 12 and 16 foot lengths. 
1 


yt | a [] , 
RR 


W728, W7210, W7212 


W7316 


ea ee Rene 
tulad uulututld 


W726ME, W7210ME, W726ME-SD, W7210ME-SD 
For complete specifications, see page 10. 
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sc R EWS woop > FILLISTER OVAL ROUND HEAD FLAT HEAD (length) PANIES 
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MEZURALL® 
white clad - 1/2” and 3/4” wide 


Smoothest action manual blade results from new internal design. Rugged, 
handsome case is comfortable to handle. Large, black, easy-to-read figures 
contrast sharply with snow-white background. Black color blocks identify 
foot markings; red color blocks locate 16” (stud) centers. A flowed-on, trans- 
parent epoxy coating protects against rust and corrosion. There are no seams 
or weak spots to allow chipping, peeling or discoloration. Models W9310 and 
W9312 have data blade with 10 handy reference tables on reverse side. All 
models have removable belt clips. Available with 4” blade in 6, 8, 10 and 12 
foot lengths; with 34” blade in 10, 12 and 16 foot lengths. 


‘|! 
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I U 
F a 


W926, W928, W9210, W9212 


Talat TZ 


E MEASURE READ AT CASE FOR INSIDE WN 


EMeASURE READ AT CASE FOR INSIDE WV 
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W9310, W9312 


Back 


W9316 


ae a ee aRPRIS 
Padua uubututld 


W926ME, W9210ME, W926ME-SD, W9210ME-SD 
kediiiall helical: Soskuagiig ta TTT 3 ce Hie TT | ori ] TT "> 
1/0 11 1 2 


Ww9210D, W9212D, W9312D 
For complete specifications, see page 10. 


MEZURALL® 
chrome clad -1/2” and 3/4’ wide 


Graduated in consecutive inches, this fine tape for years has been the pre- 
ferred measuring tool of industrial users. The jet-black figures are bonded to 
the steel and covered with hard, smooth, protective chrome plating. Double 
protection against wear and abrasion is provided by Lufkin’s exclusive, 
flowed-on, transparent epoxy coating. There are no seams or weak spots to 
allow chipping, peeling or discoloration. The case is rugged yet handsome— 
tough enough to take hard industrial usage. Available with 4” blade in 6, 8, 
10 and 12 foot lengths; with %4” blade in 12 foot length. 


C9210ME 


cHRome!ctap 


{0,1 


ANAM OAT TA TATA ATA 
€9210X, €9212X 
For complete specifications, see page 10. 


ge 


PRINTERS’ MEZURALL® 
nickel plated - 1/2” wide 


This special-purpose tape rule is a valuable tool for the printer. There are 
two models in the series. Each is 6 feet long, and each has nickel-plated, 
manually-operated blades. A variety of measurements is provided. For in- 
stance, Model 926T is marked in inches to 16ths, with the first 12 inches to 
32nds on the top edge; the lower edge has 6 and 12-point markings. Model 
926TA, marked both sides, has the markings described above on one side; 
on the reverse side, it shows 36 inches to inches on one edge and 504 agate 
lines on the other. 


926TA (front markings same as for 926T) 
For complete specifications, see page 10. 


WIZARD® 
nickel plated - 5/8” wide 


The extra width blade in this tape rule is marked in consecutive inches with 
big, bold graduations. Both the blade, and the round, easy-to-carry case are 
nickel plated for extra durability. Lufkin’s exclusive, flowed-on, transparent 
blade coating gives extra protection. There are no seams or weak spots to 
allow chipping, peeling or discoloration. Rigid in normal use, blade is suf- 
ficiently flexible to measure circumference accurately. Blade has stationary 
end hook. Available in 6, 8 and 10 foot lengths. 


686, 688, 6810 
For complete specifications, see page 10. 


Wizaro\ 


JUNIOR 


6FT.@ NO. 1686 


WIZARD® JUNIOR 
nickel plated - 1/2” wide 


The Wizard Junior tape rule has nickel-plated case and blade for extra 
durability. The manually operated blade is marked in consecutive inches, and 
is protected by Lufkin’s exclusive, flowed-on, transparent epoxy coating. 
There are no seams or weak spots to allow chipping, peeling or discoloration. 
The round case makes it easy to use and carry. Available in 6 and 8 foot lengths. 


1686ME 
For complete specifications, see page 10. 


4 | SHORT TAPES | tape rules 


WHITE TAPE 
white clad - 1/2” wide 


A perfect tape rule for the occasional user. The durable, lightweight case 
features the handsome styling incorporated into Lufkin’s most expensive 
models. Manually operated, the snow-white blade displays jet-black markings 
in modern, legible style. Foot markings are indicated by black color blocks; 
16” centers are marked with red color blocks. Lufkin’s exclusive, flowed-on, 
transparent epoxy coating protects against wear and abrasion. There are no 
seams or weak spots to allow chipping, peeling or discoloration. Available in 
6 and 10 foot lengths. 


11 O B 

ili 

W826, W8210, 
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Pall clad aan | \ 
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tiliti 


W826ME, W8210ME, W826ME-SD, W8210ME-SD 
For complete specifications, see page 10. 
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PEE WEE 
white clad - 1/4” wide 


Ideal for use at home or in the office, the slim, trim Pee Wee tape rule is easy 
to carry and use. The %-inch blade is marked in consecutive inches, with 
red foot figures. Black diamond marks indicate 16-inch centers. The red and 
black markings stand out sharply on the snow-white background. Protection 
against wear and abrasion is provided by a flowed-on, transparent epoxy 
coating. There are no seams or weak spots to allow chipping, peeling or 
discoloration. Available in 6, 8 and 10 foot lengths. 


1/2 1 1 


W616, W618, W6110 


W616M 


W616ME 
For complete specifications, see page 10. 


EABGUIVE 
white clad - 1/4” wide 


In every respect, the Executive tape rule rates pride of ownership. The round, 
easy-to-carry case is finished in brightly polished chrome steel. The %-inch 
blade is marked in consecutive inches, with red foot figures. Black diamond 
marks indicate 16-inch centers. The red and black markings stand out sharply 
on the snow-white background. Protection against wear and abrasion is pro- 
vided by a flowed-on, transparent epoxy coating. There are no seams or weak 
spots to allow chipping, peeling or discoloration. Available in 6 and 8 foot lengths. 


2 1 
W606, W608 


CoatMattc Rl Rael BltuBlsaltlas 


W606ME 
For complete specifications, see page 10. 


POCKET STEEL. 
nubian (black) - 1/4” wide 


Both the nickel-plated case and the nubian blade are designed for long wear. 
Raised steel markings contrast with the black, etched background for good 
legibility. The slim, %4-inch blade holds fast at any length desired, has push- 
button, automatic spring return. Easy to carry in pocket or purse. Available 
in 3, 6 and 8 foot lengths. 


3j2 
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143P, 146P. (Front side same as blade shown for 146 below) 


DIA.INCHES TO IOOTHS. Sis aia 30 4/0 5)0 


PETER ETEE niin ulin thin 


143PD, 146PD. (Front side same as blade shown for 146 below) 


Bm Th eke WR fe |! 


146; marked one side only. 


2M 


146ME. (Front side same as blade shown for 146 above) 


19 mL 


148D. (Front side same as blade shown for 146 above) 
For complete specifications, see page 10. 
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ARCHITECTS 
white clad - 1/4” wide 


Choice of manual operation or spring return is offered architects in these 
special purpose tape rules. The %4” steel blade has jet black markings on 
white background. One side has 44-inch scale (1 to 240); other side has 4- 
inch scale (1 to 480). 


Front 


Back 


W393, W605A 
For complete specifications, see page 12. 


ae 


M. D. (MEDICAL) 
white clad - 3/8" wide 


Metric and English markings show clearly in this M.D. tape rule. Upper edge 
of blade shows millimeters and centimeters. Lower edge is in consecutive 
inches to 16ths. Blade has a blank space on the first end after the tape ring 
and before zero. 


7| | al | H "Bio" H | 2 31 4l 
PAC SC ava aT FRAT ai.3 1/3 
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PW156ME 
For complete specifications, see page 12. 


Front 


Back 


EXECUTIVE DIAMETER 
white clad - 1/4” wide 


This beautifully-styled tape rule provides accuracy in linear measuring plus 
unusual versatility. Both models in this series are graduated in diameter 
inches on one side, permitting direct reading of diameter of pipes, cables, 
tires or other circular objects. Model W606P shows diameter inches to 64ths. 
Model W606PD shows diameter inches to 100ths. Zero falls in the same place 
on each side of the blade; conversion from diameter to circumference is 


made simply by turning the blade. 


INCHES OF DIA. BY 64THS.| yj /8 ity, 


W606P 


DIA. INCHES TO 100THS. i, 


W606PD: front side same as for W606P 
For complete specifications, see page 12. 


0 3/0 4/0 35/0 G 


Front 


Back 


POCKET WOVEN 
linen - 1/4” wide 


The sturdy woven line for this tape rule is coated for extra strength, wear 
resistance and clearness of marking. On one side, it is marked in consecutive 
inches to 8ths; on the other, it is marked in millimeters. Line holds at any 
desired length, and is returned by automatic push button. 


PRL RATT LA 
FRE A er Pr 


3176ME 
For complete specifications, see page 12. 


| 7 


8 | SHORT TAPES | miscellaneous 


MILLMEN’S 
chrome clad - 5/16” wide 


One man can obtain accurate measure of long dimensions and large areas 
with this tape designed especially for the mill and the warehouse. A sturdy, 
U-shaped hook, riveted to the first end of the chrome clad line, fits snugly 
over the edge of metal sheet, plate or tubing. The line is flat and is graduated 
in consecutive inches. Zero falls at the inside of the ‘“U’. Automatic, push- 
button rewind. Attractive, long-wearing, nickel-plated steel case. Recessed 
markings are protected by a heavy coat of chrome plating, which, in turn is 
covered by Lufkin’s exclusive, flowed-on, transparent epoxy coating. There 
are no seams or weak spots to allow chipping or peeling. Available in 144 
inch length. 


clot dat Rada Bd 


C1512CH 
For complete specifications, see page 12. 


MILLMEN’S 
nubian (black) - 3/8” wide 


Accurate measure of long dimensions and large areas is a one-man job with 
this tape especially designed for use in the mill and the warehouse. The line, 
which is flat to lay close to the surface being measured, is graduated in con- 
secutive inches. A sturdy, U-shaped hook, riveted to the first end of the line, 
fits snugly over the edge of metal sheet, plate or tubing. Zero falls at inside 
of the “U’’. The line has raised bright steel markings on a black, etched 
background. Winding handle folds flush into case. Lufkin’s exclusive, flowed-on 
transparent epoxy coating provides protection against wear and abrasion. 
There are no seams or weak spots to allow chipping or peeling. Available 
in 144, 240 and 300 inch lengths. 


112CH, 120CH, 125CH 
For complete specifications, see page 12. 


re Caen 


ARTISAN DIAMETER 
nubian (black) - 3/8” wide 


This manually operated tape features fast, accurate reading, with raised 
bright steel markings on a black, etched background. One side is graduated 
to 16ths of an inch and is marked in consecutive inches. The other side is 
marked in diameter inches, with an extra diameter inch before zero marked 
to 64ths. The metal case is nickel-plated and has a winding handle that folds 
flush into the case. Available in 144 and 240 inch lengths. 


il 


Front 


Back 


112P, 120P 
For complete specifications, see page 12. 


ARTISAN TREE 
nubian (black) - 3/8” wide 


Standard equipment of U.S. Foresters; gives direct reading of circumference 
and diameter. Raised bright steel markings on black, etched background. 
One side shows feet, 10ths and 100ths of feet; other shows consecutive diam- 
eter inches in 10ths of inches. Special claw hook designed for firm anchoring 
of tape rule in tree bark. 


Pe 
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120TP 
For complete specifications, see page 12. 


Front 


POLE TAPE 
nubian (black) - 1/4” wide 


Used primarily by utilities, the pole tape is furnished only without a case. 
The extra heavy line has raised bright steel markings on a black, etched 
background. One side is marked in consecutive inches to 16ths; the other 
side shows consecutive diameter inches to 64ths. A single measuring gives 
both circumference and diameter by reading both sides of the tape. 


EAA 


fy DIA.INCHES TO 64THS. 16 


Front 


1P 
For complete specifications, see page 12. 
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| 

i TAPE RULES 

| CATALOG BLADE REPL. PAGE 
| SERIES OPERATION NUMBER DIMENSIONS BLADE NO. NO. 
| Yo" x g! RW8 2 


RW10 
RW12 


W7210 Yo" x 10' 
W7212 Yo" x 12! 


ee ——— W7312 "x 12! RW312 
matic return EVA 7 
white clad positive W7316 A x 16 RW316 
locking W726ME ¥" x 2M RW6ME 
W7210ME ¥>"x 3M RW10ME 
W726ME-SD Yo" x 2M RW6ME 


W7210ME-SD VY," x 3M RW10ME 


Yo" x 12! 
W9310 %" x 10’ 
W9312 4" x 12! 
W9316 3%" x 16’ 
W926ME 
W9210ME Yo" x 3M 
W926ME-SD 

W9210ME-SD 
w9210D 


MEZURALL 
white clad 


NS Ieee 


manual 


RW10D 


w92120 
w93120 
C9212 "x 12! RC12 
MEZURALL manual C9312 "x 12' RC312 
chrome clad C926ME Yo" x 2M RC6ME 
C9210ME 
€92100 


RC10X 
RC12X 
PRINTERS’ MEZURALL manus 926T "x 6! RN6T 

nickel plated Wy" x 6! RN6TA 


WIZARD 
nickel plated 


manual 


WIZARD JR. 
nickel plated 


1688 
1686ME 


manual 


W8212 
manual W826ME Yo" x 2M 
W8210ME Ye" x 3M 
W826ME-SD 

W8210ME-SD 


HOME SHOP 
WHITE TAPE 


RW618 
RW6110 
RW616M 


W618 
manual W6110 %y" x 10’ 
W616M "x 2M 
W616ME 
W606 
manual W608 
W606ME 


PEE-WEE 
white clad 


wy" x 6/ 
VAT x 8! 


EXECUTIVE 
white clad 


0143PD 


0146 


143PD de es 
146PD Ax 6! 


POCKET STEEL 
nubian (black) 


spring 
return 


| 


INDIVIDUAL CASE WEIGHT PER CATALOG 
PACKAGE QUANTITY DOZ. (LBS) NUMBER 
MARKINGS 


1 per 
display 
card 


1 per 
display 
card 


1 per 
display 
card 


1 per 
display 
card 


1 per 
display 
card 


Gift box 


Gift box 
1 per box 


1 per box 


W728 


W7210 


W7212 


W7312 


W7316 


W726ME 
W7210ME 


W726ME-SD 


W7210ME-SD 


W9310 


6 per box 


W9312 
W9316 
W926ME 
W9210ME 


W926ME-SD 
W9210ME-SD 


w9210D 


W9212D 


W9312D 


C926ME 


6 per box 
6 per box 


C9210ME 
C9210D 
C9210X 
C9212xX 


1 per box 


6 per box 


W826ME 


W8210ME 


W826ME-SD 


W8210ME-SD 
W616 


W618 


W6110 


W616M 


W616ME 
W606 


W608 


W606ME 


A-1 Black and red markings one side only. Feet 
and inches to 16ths top edge. Consecutive 
inches to 16ths bottom edge; first 12 inches to 
32nds. Color blocks designate feet and 16” 
centers. 


A-2 Marked both sides. Same as A-1 on top 
side. Back marked in black with direct-reading 
inside measure on top edge. Ten reference 
tables on balance of blade. 


A-3 Black markings one side only. Feet and 
inches to 16ths top edge. Consecutive inches to 
16ths bottom edge; first 12 inches to 32nds; 
16" centers designated. 


A-4 Black markings one side only. Millimeters 
on upper edge. Inches to 16ths on lower edge; 
first 12 inches to 32nds. 


A-5 Black markings one side only. Feet, 10ths, 
100ths feet on top edge. Feet, inches, 16ths 
on bottom edge. First 12 inches bottom edge 
to 32nds. 


A-6 Black markings one side only. Consecutive 
inches to 16ths. First 12 inches top edge to 
32nds. 


A-7 Black markings one side only. Both edges 
inches to 10ths inch. First 12 inches lower edge 
to 50ths. 


A-8 Black markings one side only. Top edge 
inches to 16ths; first 12 inches to 32nds. Lower 
edge in 6 point and 12 point. 


A-9 Black markings on both sides. Front side; 
upper edge, inches to 16ths, first 12 inches to 
32nds; lower edge, 6 point and 12 point marks. 
Back side: 36 inches to inches lower edge; 504 
agate lines top edge. 


A-10 Black markings one side only. Same as 
A-6, except 16” centers are indicated. 


A-11 Black and red markings one side only. 
Consecutive inches to 16ths; first 12 inches to 
32nds, bottom edge only. Foot figures in red; 
16" centers designated. 


A-12 Black markings on one side in millimeters; 
lower edge only. 


A-13 Black markings on one side. Millimeters 
lower edge; inches to 16ths on upper edge. 
First 12 inches to 32nds. 


B-1 Marked both sides. Consecutive inches to 
16ths one side; diameter inches to 64ths other 
side. Blank space ahead of zero. 


B-2 Marked both sides. Consecutive inches to 
16ths one side; diameter inches to 100ths 
other side. Blank space ahead of zero. 


B-3 Marked one side only. Consecutive inches 
to 16ths. Blank space ahead of zero. 
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TAPE RULES (continued) 
SERIES OPERATION NUMBER DIMENSIONS BLADE NO. NO. STYLE 

ARCHITECTS’ spring return W393 Yl 5 

white clad manual W605A TA K iBt 


EXECUTIVE DIAMETER ictal W606P wrx 6 [| — | 
white clad W606PD hx 6! RWO6PD 
POCKET WOVEN spring return 3176ME ’" x 2M kd 
linen 

MISCELLANEOUS TAPE RULES Cl 


B-6 : 

B-6 
M.D. manual PW156ME %" x 2M B-7 E 
white clad 3 
Pe aca B-8 


MILLMEN'S spring return C1512CH 546" x 12! 0C1512CH B-11 
chrome clad 


- o1i2cH_ | 8 B-12 

MILLMEN'S windin | 0112CH__| 

nubian (black) : %" x 20' 0120CH [|__| 

"x25" oizscH, | 8 [| B12 ‘| 

POLE TAPE manual 1P Yy"x 6! B-1 
nubian (black) 
ARTISAN DIAMETER winding 112P y%rxi2 [| — | 9 | B13 | 
nubian (black) handle 120P 3%" x 20’ 0120P a aa ee: ee 
ARIORN TER winding 120TP 34" x 20! 0120TP B-14 
nubian (black) handle 


i ts we estihie ial 
LOST eee u 


INDIVIDUAL 
PACKAGE 


1 per box 
1 per box 


1 per box 


1 per box 
1 per box 


1 per box 


1 per box 


1 per box 


1 per box 


1 per box 


SHELF 
PACK 


6 per box 
6 per box 


6 per box 


6 per box 
6 per box 


6 per box 


1 per box 


1 per box 


1 per box 


1 per box 


CASE 
QUANTITY 


WEIGHT PER CATALOG 
DOZ. (LBS) NUMBER 


2 W393 
1% W605A 


1% PW156ME 


1% Wé606P 
1% Wé606PD 


1% 3176ME 
3% C1512CH 


4 112CH 
5 120CH 
5% 125CH 


4% 112P 


1 per box 
1 per box 


1 per box 
1 per box 


5 120P 


5 120TP 


MARKINGS 


B-4 Marked both sides. Millimeters one side; 
consecutive inches to 16ths other side. Blank 
space ahead of zero. 


B-5 Marked both sides. Feet, 10ths 100ths feet 
one side; consecutive inches to 16ths other side. 
Blank space ahead of zero. 


B-6 Marked both sides. One side '4 inch scale 
(1 to 240); other side % inch scale (2 to 480). 
Blank space first end. 


B-7 Marked one side only. Upper edge in milli- 
meters; lower edge inches to 16ths. Blank 
space ahead of zero. 


B-8 Marked both sides. Inches to 16ths one 
side; first 6 inches to 32nds. Diameter inches to 
64ths other size. Blank space ahead of zero. 


B-9 Marked both sides. Inches to 16ths on one 
side; first 6 inches to 32nds. Diameter inches to 
100ths inches other sides. Blank space ahead 
of zero. 


B-10 Marked both sides. Coated linen line. 
Millimeters one side. Inches to 8ths other side. 
Blank space ahead of zero. 


B-11 Marked one side only. Consecutive inches 
to 16ths. Zero falls inside ‘‘U'’ hook. 


B-12 Marked one side only. Consecutive inches 
to 16ths. Zero falls inside ‘‘U"’ hook. 


B-13 Marked one side consecutive inches to 
16ths; other side diameter inches, with an extra 
diameter inch before zero to 64ths. 


B-14 Marked both sides. One side in feet, 10ths 
and 100ths feet; other side diameter inches to 
10ths inch. Blank space first end. 
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14 |LONG TAPES | steel/with case 


sls Blatter, BANNER 
at a \ white clad - 3/8” wide 


The world’s best selling long steel tape. Jet black figures on a white back- 
ground provide a contrast that is the most legible and easiest to read. Double 
protection against wear and abrasion is provided by a flowed-on transparent 
epoxy coating. There are no seams or other weak spots to allow chipping, 
peeling or discoloration. 


Other important features: Case constructed of sturdy, rust-resistant steel, 
covered with tough black vinyl. Easy action winding handle. Double roller 
throat guides the line and reduces wear. Lines easily replaced without dis- 
assembling case. Rugged folding hook on HW220, HW223, HW225, HW226, 
HW223D and HW226D models. Graduated feet, inches and 8ths (except metric). 
Instantaneous markings are in red; 16-inch centers are indicated. Available 
in lengths 25 to 100 feet and 10 to 50 meters. 


Fabel Lad 


W223, W226, HW220, HW223, HW225, HW226 


Lt ol all Lio METRIC 


W221M, W223M, W224M, W225M, W226M, W227M 


ld BD il lt Zl Bas Aud Od 


W221MM, W224MM, W226MM 


E 5| 6 7 8 9 LO METRIC 
0 FLL AL el 6 3 


W221ME, W223ME, W224ME, W225ME, W226ME, W227ME (reverse side same 
as metric line shown above) 


A: FPN Pn | cen ee | = 


HW223D, HW226D 
For complete specifications, see pages 36 and 38. 


=\ wet Voto 
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\ 
\ WHITE TAPE 


white clad - 3/8” wide 


A general-purpose, white clad long steel tape that provides a quality never 
before available in a comparable price range. This white tape features a 
steel case covered with a handsome gray vinyl. Easy action winding handle. 
Graduated feet, inches and 8ths. Instantaneous reading with foot markings 
and 16-inch centers indicated. Lines easily replaced without disassembling 
case. Furnished with hook ring. Available in 500 and 100 foot lengths. 


Fie slid 


HW50, HW100 
For complete specifications, see page 36. 


ROYAL NI-CLAD 
nickel plated - 3/8” wide 


This very popular nickel-plated long steel tape is offered in a wide variety 
of models. Easy-to-read jet-black markings stand out sharply against the 
nickel white background. Multiple coats of nickel plating protect the gradua- 
tions against corrosion, wear, abrasion, and are heat resistant. Case is sturdy, 
rust-resistant steel covered with a tough, black vinyl. Easy action winding 
handle. Double roller throat guides the line and reduces wear. Lines easily 
replaced without disassembling case. Rugged folding hook on H430, H433, 
H435 and H436 models. Graduated feet, inches and 8ths (except metric). 
Instantaneous reading and 16-inch centers indicated. Available in 25 to 100 
feet and 10 to 50 meters. 


LTA | en a 


H430, H433, H435, H436 


5| 6 17] 8 9] 10 METRIC : 


431M, 433M, 434M, 435M, 436M, 437M 


FP 


431MM, 434MM, 435MM, 436MM 


WA Bd i ti 3 


431ME, 433ME, 434ME, 435ME, 436ME, 437ME (reverse side same as metric 
line shown above) 
For complete specifications, see page 36. 


LEADER 
chrome clad - 3/8’ wide 


The superior features of this industrial quality chrome clad long steel tape 
(developed by Lufkin) are numerous. Jet-black markings are bonded to the 
steel and recessed below the hard chrome surface, giving this tape line the 
best finish for resistance to wear, rust and heat (see illustration on page 35). 
Final added protection against wear and abrasion.is given by a flowed-on, 
transparent epoxy coating. There are no seams or weak spots to allow chipping, 
peeling or discoloration. 


The exceptionally sturdy, rust-resistant steel case has a tough, black vinyl 
cover. Easy action winding handle. Double roller throat guides the line and 
reduces wear. Lines easily replaced without disassembling case. Rugged 
folding hook on HC250, HC253, HC255 and HC256 models. Instantaneous 
reading. Graduated feet, inches and 8ths. Available in 25 to 100 foot lengths. 


WA MF Fel 3 


C250, C253, C256, HC250, HC253, HC255, HC256; C-253 BLK has same gradua- 
tions but with blank space at first end. 
For complete specifications, see page 36. 
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ANCHOR 
chrome clad-3/8” and 4/2" wide 


The most durable long tape available. Designed for and preferred by engineers 
and industrial users. Jet-black markings are bonded to the steel and recessed 
below the hard chrome surface, giving the best finish for resistance to wear, 
rust and heat (see illustration on page 35). Final added protection against 
wear and abrasion is provided by a flowed-on, transparent epoxy coating. 
There are no seams or weak spots to allow chipping, peeling or discoloration. 


Case of rust-resistant steel is covered with the longest-wearing, double- 
strength vinyl. Easy action winding handle. Double roller throat guides the 
line and reduces wear. Replaceable lines. Rugged folding hook on HC213, 
HC216, HC213D and HC216D models. Graduated in many styles: Instantaneous 
reading; feet, inches and 8ths; feet, inches and 16ths; feet, 10ths and 100ths 
feet; consecutive inches to 16ths; metric. Available 25 to 100 foot and 30 
meter lengths. 


Li 1, li nt Pitud 


C210, C213, C216, HC213, HC216, C313, C316 


9 WF Wr 


€213D, C216D, HC213D, HC216D, C313D, C316D 


Lb bht AER ltt lata 


C213-16ths, C216-16ths. Line for Models C213-16ths BLK and C216-16ths 
BLK has same graduations but with blank space at first end. 


it 1\2 1/3 1/4 
ren Siadatal flats AAR RS D taialea 


reer reg greener gree 


For complete specifications, see pages 36 and 38. 


Qa 


ANCHOR JR. 
chrome face - 1/4” wide 


A pocket-size (7-ounce) version of the popular Anchor chrome clad tape. 
Case diameter is only 344”. Jet-black markings are bonded to the steel and 
recessed below the hard chrome surface, giving the best finish to resist wear, 
rust and heat (see illustration on page 35). Final added protection against 
wear and abrasion is provided by a flowed-on, transparent epoxy coating. 
There are no seams or weak spots to allow chipping, peeling or discoloration. 


Case of rust-resistant steel is covered with the longest-wearing, double- 
strength vinyl. Easy action winding handle. Double roller throat guides the 
line and reduces wear. Replaceable lines. Standard ring only. Instantaneous 
reading. C1213 graduated feet, inches and 8ths; C1213D graduated feet, 10ths 
and 100ths feet. Available in 50 foot length only. 


oe.) Sein | eee eee ee 


C1213 


Mort el 


C1213D 
For complete specifications, see pages 36 and 38. 
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CHALLENGE 
nubian (black) - 3/8” wide 


Challenge nubian (black) tapes have proved themselves through many years 
of superior performance in construction work and other demanding applica- 
tions. Raised bright steel markings are clearly legible on the etched black 
background. Protection against wear and abrasion is provided by a flowed-on, 


\, transparent epoxy coating. There are no seams or weak spots to allow chipping, 
4 


peeling or discoloration. 


Case of rust-resistant steel is covered with the longest-wearing, double- 
strength vinyl. Easy action winding handle. Double roller throat guides the 
line and reduces wear. Replaceable lines. Standard ring only. Graduated in 
many styles: Instantaneous reading; feet, inches and 8ths; feet, 10ths and 
100ths feet; diameter feet and inches to 64ths; diameter feet, inches and 
10ths inches. Available 33 to 150 feet. 


Te a 


263, 266, 267 
263D, 266D 


Front 


LEE APPL THEZAT 
YS 


261P, 263P, SP191-00050 


Ft UB tl 
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SP191-00048; other side same as back of 261P above. 
For complete specifications, see pages 36 and 38. 


Back 


Front 


Back 


Front 


CHALLENGE 
stainless - 3/8’ wide 


This high-quality stainless steel tape line is especially designed and recom- 
mended for severe corrosive conditions. Raised markings in natural stainless 
steel are clearly legible on the etched black background. Protection against 
wear and abrasion is provided by a flowed-on, transparent epoxy coating. 
There are no seams or weak spots to allow chipping, peeling or discoloration. 


Case of rust-resistant steel is covered with the longest-wearing, double- 
strength vinyl. Easy action winding handle. Double roller throat guides the 
line and reduces wear. Replaceable line. Standard ring only. Instantaneous 
reading. Graduated feet, inches and 8ths. Available in 50 foot length only. 


A 


$263 
For complete specifications, see page 36. 
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A chrome-plated, 2-arm reel, with color handle, is furnished with all 
18, 25, 33, 50, 66 and 75 foot lengths, and with all 10, 15 and 20 
meter lengths. . 


special notes 


Notice where the line leaves the coil in the illustrations of these two 
reels. This is important to remember when attaching a line to the reel. 


H All oil gaging tapes are supplied less plumb bob. When ordering, 
it is necessary to specify the bob required. For example: One (1) 
C1293S f/590 50’ oil gaging tape; one (1) 590 plumb bob. 


A chrome-plated, 4-arm reel, with color handle, is used exclusively 
on 100 foot and 30 meter lengths. 


ATLAS 
chrome clad - 1/2” wide 


Designed especially for tank gaging use, Atlas chrome clad tapes are the 
choice for measuring dark or heavy oils. The chrome clad line provides a 
glare-free surface for easy reading even in direct sunlight or bright reflections. 
This heavy-duty tape line is .012” thick and multiple plated to provide an 
extra strong and longer wearing line. Jet-black markings are bonded to the 
steel and recessed below the hard chrome surface, giving the best finish to 
resist wear, rust and heat (see illustration on page 35). Final added protection 
against wear and abrasion is provided by a flowed-on, transparent epoxy 
coating. There are no seams or weak spots to allow chipping, peeling or 
discoloration. 


The long handle and large drum make for quick and easy rewinding. The 
handle, when turned over, engages the reel arm, locking the line at any desired 
point—an important feature when sounding. Rollers at each end of the arm 
reduce friction and line wear. Easily replaceable lines, no special tools required. 


Instantaneous reading. Available in three graduation styles: 1) feet, inches 
and 8ths; 2) feet, 10ths and 100ths feet; 3) one side metric to centimeters, 
and other side feet, inches and 8ths. Available in 18 to 100 foot lengths and 
15 to 30 meter lengths. 


special note: 


All oil gaging tapes are supplied less plumb bob. SPECIFY BOB REQUIRED. 


For example: 1—C1293S f/590 50’ oil gaging tape 
1—590 plumb bob. 


Reads right to left for C1290%S £/590, C1290S £/590, C1291S f/590, C1293S f/590. C1294S 
£/590, C1293S £/587, C1294S £/590, C1283 f/588; reads left to right for C1295S f/590, 
C1296S £/590 


Front 


Back 


1293SME #/590, C1294SME f/590, C1296SME f£/590; reads left to right 
For complete specifications, see page 38. 
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ATLAS 
nubian (black) - 1/2” wide 


The etched background of the Atlas nubian (black) tape lines makes this 
series the choice for gaging light and clear oils. This heavy-duty tape line is 
.012” thick and multiple plated to provide extra strength and longer wear. 
Raised bright steel markings are clearly legible on the etched black back- 
ground. Protection against wear and abrasion is provided by a flowed-on, 
transparent epoxy coating. There are no seams or weak spots to allow chipping, 
peeling or discoloration. 


The long handle and large drum make for quick and easy rewinding. The 
handle, when turned over, engages the reel arm, locking the line at any desired 
point—an important feature when sounding. Rollers at each end of the arm 
reduce friction and line wear. Easily replaceable lines, no special tools required. 


Instantaneous reading. Furnished in four graduation styles: 1) feet, inches 
and &8ths; 2) feet, 10ths and 100ths feet; 3) one side metric to centimeters, 
other side feet, inches and 16ths; 4) Mexican pattern—one side millimeters 
throughout, other side feet, inches and 16ths. Available in 25 to 75 foot lengths 
and 10 to 30 meter lengths. 


special note: 


All oil gaging tapes are supplied less plumb bob. SPECIFY BOB REQUIRED. 


For example: 1—1293S f/590 50’ oil gaging tape 
1—590 plumb bob. 


1- ea 1- 

Tht | rts 
Reads right to left for 1290S £/590, 1291S f/590, 1293S £/590, 1294S f/590, 1281 
£/588, 1283 £/588; reads left to right for 1295S f/590 


Front 


Back 


1296SME f/590; reads left to right 


il 
1291SME MEX f/590, 1293SME MEX f/590, 1294 SME MEX f/590; reads left 
to right. 
For complete specifications, see page 38. 


PLUMB BOBS FOR 
OIL GAGING TAPES 


inage bobs 


5 9O~20-ounce cylindrical shape solid brass bob i 


with tapered point is 1” in diameter and 6%” long é 
overall. Bob face serrated for chalking. For use in 


heavy oils. : 
: 
5S90A-Same as 590 bob, except for removable 4 
screw tip point of Ampco metal, which is similar to 
brass but harder. (Extra tips available—specify TIP 

\ 


£/590A.) 5 
es) 
i 590G -—Same as 590 bob, except it is graduated 
° 4 in inches to 8ths, reading upward (zero at lower end 
| of point). Point is blunt. 
ee | 
4 590GIM-Same as 590G bob, except gradu- 
2 ated metric to centimeters. 
} : 
588-6-ounce cone-shaped solid brass bob is 1%” il 
in diameter and 2%” long overall. Suitable for lighter a 
oils, gasoline, etc. 3 
NOTE: Oil gaging tape lines used with above plumb Th 


bobs are cut and hooked to include bob in overall 
measurement. Zero falls at tip of bob. 


outage bobs 


58 7—%" square, 16-ounce solid brass bob 7” 
long overall. Graduated inches to 16ths top to bottom. 
Zero falls inside the top of the hook eye. Adding oil line 
reading on bob to tape reading gives total outage. 


58 7-1/2—%" square, 15-ounce solid brass 
bob, 6” long overall. Graduated in inches to 16ths top 
to bottom. Zero falls inside the top of the hook eye. 
Eye milled from solid brass block (not removable). 
Reading taken same as on 58/7. 


587 7—%" square, 16-ounce solid brass bob 7” 
long overall. Graduated in inches to 16ths top to bottom. 
Zero falls inside the top of the hook eye. Hook designed 
for use only with tape equipped with standard ring so 
that bob cannot be mistakenly attached to tape line 
with plumb bob snap. Reading taken same as on 58/7. 


NOTE: Oil gaging tape lines used with above plumb 
bobs are cut and hooked so that zero falls inside the 
top of tape line hook or snap eye. 
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TAPE WIPERS 


The 599 tape wiper is designed primarily to remove oil from gaging tapes as 
they are reeled in. This helps keep the line in top condition. Tension on the 
wiping pads is regulated by a thumb screw. Increasing the tension holds the 
line at any desired point. Pads are replaceable and each unit is furnished 
with 6 extra pads. 


The exploded view below shows the three parts of the wiper. From left 
to right: tape wiper bracket and spring plate, both on the handle side of the 
tape; tape wiper clip on the winding drum side of the tape. 


1. Place clip over line, with lip extending downward. 
2. Pass wiper bracket up through the clip, with thumb screw at the bottom. 


3. Insert spring plate downward between bracket and tape line, with pad 
facing line. Attach wiper to reel by screwing wood handle through wiper 
into reel. 


TANK STRAPPING TAPES 


For determining the circumference of tanks, the American Petroleum In- 
stitute measuring code specifies a 100-foot steel tape, 4” wide, marked 
10ths and 100ths feet. 


Lufkin engineers tapes in ‘‘D” graduations, shown on pages 24 and 25, 
meet code specifications and have required durability. 


A popular strapping tape is Peerless chrome clad Model C1276D, shown 
on page 25. 


DERRICK 
chrome clad - 1/4” wide 


Designed primarily for accurate, quick measurement of casing or pipe standing 
in a derrick, this rugged chrome clad tape has also become popular for other 
heavy field work. Extra heavy thickness of .015” plus multiple coatings allow 
this %” line to be used in high winds or under other unfavorable conditions. 
Tape is easily set and held on pipe. Without sighting for zero, accurate measure 
is quickly obtained. Jet-black markings are bonded to the steel and recessed 
below the hard chrome surface, giving the best finish to resist wear, rust 
and heat (see illustration on page 35). Final added protection against wear 
and abrasion is provided by a flowed-on, transparent epoxy coating. There 
are no seams or weak spots to allow chipping, peeling or discoloration. 


The 4-arm, chrome-plated reel, with oversized winding drum, has tape 
rollers in each arm. Thus, there is little friction and winding is fast and easy. 
Replaceable line can be removed from the reel; a leather thong is included 
for the last end. Sturdy block or hook with ribbed face at zero. The handle, 
when turned over, engages reel arm, locking the line at any desired point. 


Instantaneous reading. Graduated in two styles: 1) feet, 10ths and 100ths 
feet with blank space at each end; 2) one side metric to centimeters, other 
side feet, inches and &ths. Available in 100 foot and 30 meter lengths only. 


C2276D: reads left to right 


8 0 METRIC 


C2276ME; reads left to right 
For complete specifications, see page 38. 
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COTTON 
1/2” wide 


A very popular woven tape. Designed for home and industry where only a 
fair degree of accuracy is required. 


Blue enameled steel case with black folding handle. White cotton line 
has black graduations in feet, inches and % inches. Foot figures are in red. 
Replaceable line on 713-50’ model only. The 713R is reinforced first 3 feet. 
Available in 50 and 100 foot lengths only. 


did | aig IRE a Ti! 


713, 713R, 716 
For complete specifications, see page 40. 


WOVEN TAPE ACCURACY 


No fabric or woven tape can be guaranteed for accuracy. They are affected 
by temperature, moisture, stretch and drying. A woven tape should be com- 
pared with a steel tape occasionally to determine its accuracy and actual 
measuring length. For precise measuring, a steel tape is recommended. 
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Front 


Back 


Front 


Back 


METALLIC 
5/8” wide 


This rugged, high-quality tape is popular in highway, industrial and con- 
struction work when steel tape accuracy is not required. Line is dacron 
fiber, reinforced throughout with metallic strands for greater stability. 
Graduations penetrate the fiber and are protected by a clear, water and 
abrasion-resistant plastic coating. Bold black and red markings on a pure 
white background provide excellent readability. First 9” are reinforced with 
long-wearing plastic (red to indicate conductivity.) 


Case is rust-resistant steel, covered with tough vinyl, seamed with a flat 
stainless steel band. Easily gripped winding handle and double throat roller 
allow quick return of line. Rugged, two-prong, no-slip hook rings on H503, 
H506, H503D and H506D. Red foot figures. Instantaneous reading. Replaceable 
lines. Graduated in these styles: Feet, inches and % inches; feet, 10ths of 
feet and 2-10ths of feet; feet and inches on one side, links on other side; 
feet, inches and % inches on one side, meters to centimeters on other side. 
In lengths of 25 to 100 feet and 15 to 30 meters. 


YO" Wt VF’ I tei #3 


500, 503, 505, 506, 507, H503, H506 
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503D, 505D, 506D, 507D, H503D, H506D 


well est a ee 
1[Link 


504L 
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503ME, 504ME, 506ME, 507ME 
For complete specifications, see page 40. 


JR. METALLIC 
7/16" wide 


A compact (9 ounce) tape, especially desirable because of its size—only 4” 
in diameter. Popular in highway, industrial and railroad use, where steel 
tape accuracy is not required. Line is dacron fiber, reinforced with metallic 
strands for greater stability. Graduations penetrate the fiber and are pro- 
tected by a clear, water and abrasion-resistant plastic coating. Black and red 
markings on a pure white background provide excellent readability. First 
9” are reinforced with long-wearing plastic (red to indicate conductivity). 


Rust-resistant steel case, covered with tough vinyl and seamed with a 
flat stainless steel band. Case has double throat rollers and easy-action 
winding handle. Standard ring. Two (2) models only: One is graduated in 
feet, inches and 8ths; the other in feet, 10ths and 100ths feet. Both have 
red foot figures and instantaneous reading feature. Line replaceable without 
special tools. Available in 50 foot length only. 


PCS TU ca TB 
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For complete specifications, see page 40. 
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HI-LINE 
non-metallic - 5/8” wide 


Our highest quality non-metallic (woven) tape. Rugged and durable. De- 
signed especially for highway, utility company and construction work, where 
steel tape accuracy is not required. Line is made entirely of strong dacron 
fibers. Graduations penetrate the fibers and are protected by a clear, water 
and abrasion-resistant plastic coating. Bold red and black markings against 
a pure white background provide unexcelled readability. First 9” reinforced 
with long-wearing plastic (green to indicate non-conductivity). 


Case of rust-resistant steel is covered with longest-wearing, double-strength 
vinyl. Easy-action winding handle and double throat rollers allow quick and 
easy return of the line. Standard ring only. Red foot figures and instantaneous 
reading. Replaceable lines. Graduated in two (2) styles: Feet, inches and 4 
inches; feet, 10ths and %-10ths feet. Available in 50 to 200 foot lengths. 


NOTE: The 1417-150’ model has perforated aluminum disc reel with standard ring and 
adjustable leather strap handle. 


AO yt TFT 2] t3)" 


413, 416, 417, 1417 


L29f MIF 2p 


413D, 416D, 417D 
For complete specifications, see page 40. 


STERLING 
non-metallic - 5/8” wide 


The Sterling is a combination of our highest-quality non-metallic (woven) 
tape line and a lighter weight, but durable, rust-resistant, vinyl-covered 
case. Especially designed for highway, utility company and construction work, 
where steel tape accuracy is not required. Line is made entirely of strong 
dacron fibers. Graduations penetrate the fibers and are protected by a clear, 
water and abrasion-resistant plastic coating. Bold red and black markings 
against a pure white background provide unexcelled readability. First 9” 
are reinforced with long-wearing plastic (green to indicate non-conductivity). 


Case has easy-action winding handle and double throat rollers; line re- 
winds quickly and easily. Standard ring only. Red foot figures and instan- 
taneous reading. Replaceable lines. Graduated in two (2) styles: Feet, inches 
and %-inches; feet, 10ths and %4-10ths feet. Available in 50 and 100 foot 


AMO! YT TEU ay 2] “F3]' 
wo TFT YT 2 


For complete specifications, see page 40. 
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CHROME CLADGY 


WESTERN 
chrome clad - 1/4” wide 


Finest engineers chrome clad tape available. The line (%4” wide and .015” 
thick) has the strength and durability of a chain tape but is graduated in 
feet, 10ths and 100ths feet throughout. Replaceable line is easily removed 
from reel. Available in 100 foot length only. 


LINE: Instantaneous reading. Blank space at each end. Riveted, heavy 
plated brass end clips for holding thongs. Jet-black markings are bonded 
to the steel and recessed below the hard chrome surface, giving the best 
finish to resist wear, rust and heat (see illustration on page 35). Final added 
protection against wear and abrasion is provided by a flowed-on, transparent 
epoxy coating. There are no seams or weak spots to allow chipping, peeling 
or discoloration. A pair of 580T thongs and a C579 engineers conversion rule 
are furnished with each tape and replacement line. 


REEL: Nickel-plated, 4-arm, with rollers in each arm for smooth winding. 
Oversize drum with long, one-piece winding handle for quick return of line. 
Turning handle over locks line at any desired position. Tapes are easily 
attached to reel. Iridescent red hardwood handle. 


Weel aioe! 


C1676D 
For complete specifications, see page 40. 
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CHROME CLAD 
3/8” wide 


A high-quality, general-purpose chrome clad tape. Popular for athletic, 
engineering, surveying and general construction work. This tape (34” wide 
and .008” thick) is graduated in three (3) styles: Feet, inches and 8ths; 
feet, 10ths and 100ths feet; meters, decimeters and centimeters, with first 
decimeter to millimeters. Ideal for measuring requirements up to 200 feet. 
Replacement lines easily installed on 4-arm reel. 


LINE: Instantaneous reading; zero falls at outer end of ring. Jet-black 
markings are bonded to the steel and recessed below the hard chrome surface, 
giving the best finish to resist wear, rust and heat (see illustration on page 
35). Final added protection against wear and abrasion is provided by a flowed- 
on, transparent epoxy coating. There are no seams or weak spots to allow 
chipping, peeling or discoloration. Detachable hook available (see Hook 
No. 552 on page 31). 


REEL: Nickel-plated, 4-arm, with rollers in each arm for smooth winding. 
Open design construction aids in drying line and clearing out dirt. Long, 
easy-action winding handle that locks line in any position. Iridescent red 
hardwood handle. 


AD, LF dL 2 
C1286, C1288 
C1286D 
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C1286M, C1287M 
For complete specifications, see page 40. 
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PEERLESS 
chrome clad - 1/4” wide 


The Peerless tape (4” wide and .012” thick) is designed for engineers and 
surveyors who prefer a 4-arm reel. Replaceable line is subdivided throughout 
and is easily removed from the reel. Available in 100 and 200 foot lengths. 


LINE: Instantaneous reading. Graduated in two (2) styles: Feet, inches and 
8ths; feet, 10ths and 100ths feet. Zero falls at end of line. Jet-black markings 
are bonded to the steel and recessed below the hard chrome surface, giving 
the best finish to resist wear, rust and heat (see illustration on page 35). 
Final added protection against wear and abrasion is provided by a flowed-on, 
transparent epoxy coating. There are no seams or weak spots to allow chipping, 
peeling or discoloration. A pair of 580 finger rings and a C579 engineers 
conversion rule are furnished with each tape and replacement line. The 
rings have a 3%-inch tape support to help prevent end breakage and are 
easily attached to both ends when line is used without reel. 


REEL: Nickel-plated, 4-arm, with rollers in each arm for smooth winding. 
Open design construction aids in drying line and clearing out dirt. Long, 
easy-action winding handle locks line in any position. Iridescent red hard- 
wood handle. 


io 1- 
C1276, C1278 
aR | ee 


€1276D, C1278D 
For complete specifications, see page 40. 


PEERLESS 
nubian (black) - 1/4” wide 


This extra heavy nubian (black) line (4” wide and .015” thick) is 300 feet 
long and subdivided throughout. Designed especially for engineering, survey- 
ing and other precise measuring. Replaceable line is easily removed from reel. 


LINE: Instantaneous reading. Graduated in two (2) styles: Feet, inches and 
8ths; feet, 10ths and 100ths feet. Zero falls at end of line. Raised bright 
steel markings are clearly legible on the etched, black background. Pro- 
tection against wear and abrasion is provided by a flowed-on, transparent 
epoxy coating. There are no seams or weak spots to allow chipping, peeling 
or discoloration. A pair of 580 finger rings and a C579 engineers conversion 
rule are furnished with each tape and replacement line. The rings have a 
3%-inch tape support to help prevent end breakage and are easily attached 
to both ends when line is used without reel. 


REEL: Nickel-plated, 4-arm, with rollers in each arm for smooth winding. 
Open design construction aids in drying line and clearing out dirt. Long, 
easy-action winding handle locks line in any position. Iridescent red hard- 
wood handle. 


1279X 
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1279DX 
For complete specifications, see page 40. 
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WOLVERINE 
chrome clad - 1/4” wide 


The Wolverine chrome clad tape (4” wide and .012” thick) is made specifi- 
cally for the engineer or surveyor who wants a tape subdivided throughout. 
Replaceable line is easily removed from reel. Available in 100 foot length only. 


LINE: Instantaneous reading. Graduated in feet, 10ths and 100ths feet. Zero 
falls at end of line. Jet-black markings are bonded to the steel and recessed 
below the hard chrome surface, giving the best finish to resist wear, rust 
and heat (see illustration on page 35). Final added protection against wear 
and abrasion is provided by a flowed-on, transparent epoxy coating. There 
are no seams or weak spots to allow chipping, peeling or discoloration. A 
pair of 580 finger rings and a C579 engineers conversion rule are furnished 
with each tape and replacement line. The rings have a 34-inch tape support 
to help prevent end breakage and are easily attached to both ends when 
line is used without reel. 


REEL: Lightweight aluminum disc type, with long, easy-action winding 
handle that locks the line at any position. Perforated sides aid in drying 
the line and clearing out dirt. Finger ring locks under spring, preventing 
first-end breakage. Adjustable leather strap handle allows firm grip when 
rewinding. 
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1376D 
For complete specifications, see page 40. 


MINVAR 
1/4” wide 


These fine tapes are used where precise measurements of extreme accuracy 
are required. They are used for setting fundamental base line locations and 
other critical reference points, such as space tracking location points, naviga- 
tion reference points (OMNI stations) and modern rocket launching pads. 
Also used for establishing surveyors’ checking monuments and bench marks. 


Lufkin Minvar low-expansion base line tapes are made from a special 
alloy. They have an extremely low coefficient of expansion that is 1/30 that 
of the high-quality steel normally used in fine tapes. 


This tape has extremely fine graduation lines (between .002” and .004” 
wide) to insure maximum accuracy in critical measurements. Graduations 
start approximately 12” from the beginning of the line, which has strong 
eyelets at its terminal points to permit the use of tensioning devices. 


Standard procedure for comparing or establishing accurate measurements 
requires a temperature of 20°C (68°F) with 9 kg (20 Ibs.) when supported 
on a horizontal flat surface. When supported at multiple points, refer to 
the following table: 


Lufkin Graduations and 

No. Length Support Points Tension 
8100 100’ 0-50-100’ 15 kg 
8150 150’ 0-50-100-150’ 15 kg 
8100M 30M 0-15-30M 15 kg 
8164M 50M 0-25-50M 15 kg 


All measurements at 20°C (68°F). 


Fine graduation lines mark Minvar tapes. 
For complete specifications, see page 40. 


—— 
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Finest quality chain tape made—for the engineer who wants the very best. 
Extra heavy chrome-plated line is 546” wide, .025” thick. Line easily at- 
tached to reel; last end is on outside of coil. Permanent markings are of 
raised steel, protected by raised steel border, as illustrated at left. Easy-to- 


si } read graduations are chrome against a black background. Railroad half-gage 

} ; AIF 3 ( mark 2 feet, 4% inches from zero end. 
ZS é - eee ) Each 100’ length has last foot graduated in 10ths and 100ths of feet. For 
example, a 200’ tape is graduated from 99’ to 100’ and from 199’ to 200’ 


in 10ths and 100ths of feet. 
Pair of 580T thongs and a C579 engineers conversion rule included. Lengths 


SUPER HI-VWVAY available: 100, 200 and 300 feet and 100 links. 
Use reel 31-100 for tapes OC9066A, 0C9100, OC9100B. 
Chrome clad _ =i 6’ wide Use reel 31-200 or 61-200 for tape OC9200B. 
Use reel 31-300 or 61-300 for tape OC9300B. 
ALL CHAIN TAPES FURNISHED LESS REEL—SPECIFY REEL DESIRED. Reel illustrations are on page 30. 
0M R OMIM | 
2 a tf 


0c9100 


0C9100B, 0C9200B, 0C9300B. For complete specifications. see page 42. 


This high-quality nubian (black) tape combines accuracy with the ruggedness 
required for highway, railroad and construction use. Extra heavy line, made 
of special analysis steel, is 546” wide and .025” thick. Line easily attached 
to reel; last end is on outside of coil. Permanent, etched markings are of 
raised bright steel, protected by a raised steel border, as illustrated at left. 
Bold, bright graduations are easy to read against black background. Railroad 


_ half-gage mark 2 feet, 4% inches from zero end. 
Each 100’ length has last foot graduated in 10ths and 100ths of feet. For 
example, a 200’ tape is graduated from 99’ to 100’ and from 199’ to 200’ 
in 10ths and 100ths of feet. 
Pair of 580T thongs and a C579 engineers conversion rule are included. 


me Lengths available: 100, 200, 300 and 500 feet. 
HI-WAY Use reel 31-100 for tapes 09066A, 09100, O9100A, 091008. 
: a ” . Use reel 31-200 or 61-200 for tape 09200B. 
nubian (black) - 5/16” wide Use reel 31-300 or 61-300 for tapes 09300B, 09300-306. 
ALL CHAIN TAPES FURNISHED LESS REEL—SPECIFY REEL DESIRED. Reel illustrations are on page 30. 
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09100, as shown; for 09300-30G with first 30 feet graduated in feet, 10ths and 100ths of feet: instantaneous reading. 
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09100B, 09200B, 09300B. For complete specifications, see page 42. 
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No other chain tape combines the features offered in this line. Lightweight 
and easy to handle, this chrome clad line, 4” wide and .020” thick, com- 
bines strength and accuracy. Line attaches easily to reel; last end is on 
outside of coil. Easy to pull because of weight and line width. Catenary 
problems (sag due to unsupported weight of tape line) are minimized. 
| Permanent markings are raised steel, protected by a raised steel border, as 

illustrated at left. Easy-to-read markings are chrome against a black back- 
i| ground. Railroad half-gage mark 2 feet, 4%4 inches from zero end. 


| Each 100’ length has last foot graduated in 10ths and 100ths of feet. For 
example, a 200’ tape is graduated from 99’ to 100’ and from 199’ to 200’ 
2 in 10ths and 100ths of feet. 
| Pair of 580T thongs and a C579 engineers conversion rule are included. 
Lengths available: 100, 200, 300 and 500 feet. 
PIONEER Use reel 31-100 for tape OC5100B. 


Use reel 31-150 or 61-200 for tape OC5200B. 


= ” : Use reel 51-300 or 61-300 for tape OC5300B. 
chrome clad - 1/4” wide Use reel 61-500 for tape OC5500B. 


ALL CHAIN TAPES FURNISHED LESS REEL—SPECIFY REEL DESIRED. Reel illustrations are on page 30. 
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0C5100B, 0C5200B, 0C5300B, OC5500B. For complete specifications, see page 42. 


This nubian (black) chain tape is lightweight for ease in handling. The 
line, %4” wide and .020” thick, has strength and accuracy. Line easily at- 
tached to reel; last end is on outside of coil. Easy to pull because of weight 
and line width. Catenary problems (sag due to unsupported weight of tape 
line) are minimized. Permanent, etched markings are of raised bright steel, 
protected by a raised steel border, as illustrated at left. Bold, bright gradua- 
tions are easy to read against black background. Railroad half-gage mark 2 
feet, 4% inches from zero end. 
Each 100’ length has last foot graduated in 10ths and 100ths of feet. For 
fas. € 415 > |. | example, a 200’ tape is graduated from 99’ to 100’ and from 199’ to 200’ 
in 10ths and 100ths of feet. 
Pair of 580T thongs and a C579 engineers conversion rule are included. 
Lengths available: 100, 200, 300 and 500 feet; 100 links, and 30, 50 and 


100 meters. 
PIONEER Use reel 31-100 for tapes 05066A, 05100B, 05100M. 
j ae ” j Use reel 31-150 or 61-200 for tapes 05200B, 05164M. 
nubian (black) 1/4 wide Use reel 51-300 or 61-300 for tapes 05300B, 05328M. 
ALL CHAIN TAPES FURNISHED LESS REEL—SPECIFY REEL DESIRED. Use reel 61-500 for tapes 05500B, 05500-306. 


Reel illustrations are on page 30. 
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05500-30G; first 30 feet graduated in feet, 10ths and 100ths of feet; ‘instantaneous reading. 


1 {LINK 


051008, 05200B, 05300B, 05500B. For complete specifications, see page 42. 


O5066A. 
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For highway, railroad and other hard service, this durable, electro-plated, 
rust-resistant line is 54” wide and .016” thick. Line easily attached to 


Pe 


reel; last end is on outside of coil. Markings are deeply stamped into babbitt 
C = j metal bosses that are fused to the line. Plated brass end clips. 
4 | 5 / Pair of 580T thongs and a C579 engineers conversion rule are included. 
a SE 8) ee at j Lengths: 100, 200, 300, 500 feet; 100 links; 30, 50, 100 meters. 
Use reel 31-100 for tapes 03066A, 03100, 03100A, 03100B, 03100M. 
Use reel 31-200 or 61-200 for tape 03200B. 
MICHIGAN Use reel 31-300 or 61-300 for tape 03300B. 
i) Use reel 31-500 or 61-500 for tape 03500B. 
plated steel - 5/16” wide Use reel 31-150 for tape 03164M. 
ALL CHAIN TAPES FURNISHED LESS REEL—SPECIFY REEL DESIRED. Use reel 31-300 for tape 03328M. 


Reel illustrations are on page 30. 


eG oe 20 Bile eh sie | 


03100. 
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03100M, 03164M, 03328M. 
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03100A. 
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03066A. 
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03100B, 03200B, 03300B, 03500B. For complete specifications, see page 42. 


This lightweight, rugged tape, ’%” wide and .025” thick, is extremely useful 

= when minimum weight and wind resistance are important factors. Widely 
Aa4e> Fea used in spanning bridges, valleys or canyons. Permanent black markings 

: “a >t are etched into raised bright steel portion of line. Plated brass end clips 
are reinforced. Line attached easily to reel; last end is on outside of coil. 


Pair of 580T thongs and a C579 engineers conversion rule are included. 
CANYON Lengths available: 200, 300, 500 feet. 
, 1” : Use reel 41-200 for tape 042008. 
nubian (black) - 41/8 wide Use reel 41-300 for tape 04300B. 
ALL CHAIN TAPES FURNISHED LESS REEL—SPECIFY REEL DESIRED. Use feel Sait) len tape OFR08, 


Reel illustrations are on page 30. 
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04200B, 04300B, 04500B. For complete specifications, see page 42. 


Lightweight, strong and accurate—the perfect tape for engineers and mappers 
for slope correction work. 

Use topographic level to determine slope. Measure two chains on the slope 
and as many graduations on the trailer as the arc reading shows. This dis- 
tance on the slope represents two chains of horizontal distance. Use the 

ee ee back of the tape to determine one chain horizontal distance. 
ae The line is %” wide and .020” thick. Permanent, black markings are 
etched into the raised bright steel portion of the line, as illustrated at left. 


Line is 2% chains (2 chains plus trailer) or 165 feet long. It is easily attached 
TOPOGRAPH IC TRAILER to the reel; last end of line is on outside of coil. 
: ‘ Pair of 580T thongs and a C579 engineers conversion rule are included. 
nubian (black) - 4/4" wide Available in 24 chains (165 feet) length only. 


Use reel 31-150 or 61-200 for tape O5165T. 
Reel illustrations are on page 30. 


O5165T. (Trailer readings at far right correspond to topographic arc readings). For complete specifications, see page 42. 


ALL CHAIN TAPES FURNISHED LESS REEL—SPECIFY REEL DESIRED. 


31-100 REELS 
for 100 foot lengths only 


High-quality, sturdy, 2-arm, nickel-plated reel with iridescent red hardwood 
handle. Open design construction aids in drying line and clearing out dirt. 
Long, easy-action winding handle locks line at any point. Large drum for 
faster, easier rewinding. Tapes easily attached to reel. Fits these chain 
tape numbers: 


Michigan—5j.5” wide—03100, 03100A, 03100B, 03066A, 03100M. 
Pioneer nubian—4” wide—O5066A, 05100M, O5100B. 

Pioneer chrome—4” wide—OC5100B. 

Hi-Way nubian—55” wide—09100, 09100A, 09100B, O9066A. 
Super Hi-Way chrome—5/¢” wide—0C9100, OC9100B, OCS0E66A. 


jo 


31 AND 51 SERIES REELS 


for over 100 foot lengths 


High-quality, sturdy, 4-arm, nickel-plated reel with ample size, iridescent 
red hardwood ‘‘D’’ handle and spike end. Open design construction aids in 
drying line and clearing out dirt. Long, easy-action winding handle locks 
line at any point. Large drum, for faster, easier rewinding. Tape easily at- 
tached to reel. 

Reel 31-150 fits Michigan 03164M, °6” wide; Pioneer nubian 05200B, 
05164M, 4” wide; Pioneer chrome 0C5200B, 4” wide; Topographic Trailer 
05165T, 4” wide. 

Reel 31-200 fits Michigan 03200B, 545” wide; Hi-Way nubian, 09200B, 6” 
wide; Super Hi-Way chrome, 0C9200B, 6” wide. 

Reel 31-300 fits Michigan 03300B, 03328M, 6” wide; Hi-Way nubian 
09300B, 09300-30G, °46” wide; Super Hi-Way chrome OC9300B, ‘/6” wide. 
Reel 31-500 fits Michigan 03500B, *6” wide. 

Reel 51-300 fits Pioneer nubian 05300B, 05328M, %4” wide; Pioneer chrome 
0C5300B, 4” wide. 


41 AND 61 SERIES REELS 


for 200, SOO and 500 foot 
lengths 


Designed specifically for long, narrow tapes. High-quality, sturdy, 5-arm, 
nickel-plated reel with iridescent red hardwood, ample size ‘‘D’’ handle. 
Open design construction aids in drying line and clearing out dirt. Long, 
easy-action winding handle locks line at any point. Rapid reeling drum, 
3%” in diameter. Tapes easily attached to reel. 

Reel 41-200 fits Canyon 04200B, %” wide. 

Reel 41-300 fits Canyon 04300B, 1%” wide. 

Reel 41-500 fits Canyon 04500B, 1%” wide. 

Reel 61-200 fits Michigan 03200B, 546” wide; Pioneer nubian 052008, 
05164M, %” wide; Pioneer chrome OC5200B, %4” wide; Hi-Way nubian 
09200B, °46” wide; Super Hi-way chrome OC9200B, *6” wide; Topographic 
Trailer O5165T, 4” wide. 

Reel 61-300 fits Michigan 03300B, 6” wide: Pioneer nubian 05300B, 
05328M, %” wide; Pioneer chrome 0C5300B, %4” wide; Hi-way nubian 
09300B, 09300-30G, %46” wide; Super Hi-way chrome OC9300B, 'A6” wide. 
Reel 61-500 fits Michigan 03500B, %¢” wide; Pioneer nubian 05500B, 
05500-30G, 4” wide; Pioneer chrome OC5500B, %4” wide. 
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552, 552-7/2 
DETACHABLE HOOKS 


This hook, easily attached or removed from standard ring tape line, lets one 
man take measurements unassisted. Hook is brass, heavily nickel-plated; 
serrated face grips firmly and releases easily. On tapes measuring from 
outer end of ring, zero falls at inside of hook. Popular for use on Anchor 
and Leader chrome clad tapes, and Banner and Royal Ni-Clad metric tapes. 
552-for lines 44” wide. 552-%—for lines 2” wide. 
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580 ENGINEERS TAPE RING 


This ring, for %” wide tapes only, is furnished in pairs with Wolverine 
engineers and surveyors tapes and Peerless chrome clad and Peerless nubian 
chain tapes. 

This sturdy, nickel-plated steel, round finger ring is 1%” in diameter. 
It swings on a hinge pin. Riveted to its lip is a steel supporting strip 314” 
long. The strip flexes and slides with the tape line, its outer end being held 
to the line only by side lips as shown above. Thus, sharp kinking, which 
can cause breakage, is avoided. Attaching ring by sliding tape through ring 
guide lips and over pin or stud is very simple. It is also easy to detach last 
end ring when returning tape to reel. Ring does not interfere with reading of 
graduations. On tapes having this ring, zero point regularly falls at the end 
of the line, as illustrated above. 


5084 TAPE CLAMP HANDLE 


Used for quickly and positively gripping a steel tape at any point, and applying 
light or heavy tension. It is applied and removed by simply operating the 
handle. When used properly, it will not damage a tape in any way. Made 
of chrome-plated zinc alloy. 


SS80E TRIANGULAR 
TAPE HANDLE 


This solid brass handle provides a comfortable grip for measuring with 
chain tapes. It is easily attached and removed from tape end clip. Can be 
used on 4” and 5A.” wide steel tapes. 


S80T LEATHER THONGS 


Same as furnished with all Lufkin chain tapes and certain of our other tapes. 
36 inches long and % inch wide. Chrome tanned and practically unbreakable. 
Sold in pairs. 


580F 
5806 
580H 


SS0F, G,H TAPE FINGERS 


A tape finger is the bright metal connecting strip between drum assembly 
and steel tape line. Loop end of the finger engages a post on the drum; other 
end extends out of the case and attaches to the line. 

580F—4” wide, 7” long. For series No. C1273, 1273X, C1373, 1373X. 
580G—%4” wide, 4” long. For series No. C233, 233, 233X, 1273. 

580H—34” wide, 534” long. For attaching #4” wide steel tapes to cases. 
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Se STE... TAPE 
THERMOMETER 


The function of the mercurial thermometer is to determine accurately the 
temperature of the tape line itself when a measurement is taken. The unique 
design of the nickel-plated steel case allows the vial bulb to rest against the 
tape surface. Spring clips hold the thermometer securely to the line. Tem- 
perature range is from —5° to +135°F, graduated in 1° increments. Vial 
is replaceable. Instruction sheet is included. 


566, 586D 
TAPE TENSION HANDLES 


For extremely accurate measurements, steel tapes should be used under 
proper tensions (see page 35). The tension handle is attached to one end 
of the tape and the proper tension is applied when the measurement is taken. 
When measuring with an unsupported line, tension handle should be used 
to counteract the effect of sag. Rustproof brass construction with black-filled 
etched graduations. Graduations begin at snap end and are easy to read 
when tension is applied. 

586—Capacity of 30 Ibs. by % Ibs. 

586D—Capacity of 50 Ibs. by % Ibs. 


582 TAPE TEMPERATURE 
CORRECTOR 


This is a thermometer with a scale which indicates in decimals of a foot 
the temperature correction to be applied to a 100-foot steel tape. Designed 
for use in the field, it can be mounted on transit by binding copper thongs 
around standards. Easy to use. Read the thermometer and measure long or 
short as indicated. Complete instructions included. 


TEMPERATURE CORRECTION Fory 
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CONVERSION RULE 583 POCKET 


THERMOMETER 


This 6” chrome clad steel rule is included with all Lufkin engineers and 
surveyors tapes and chain tapes. It may also be purchased separately. Con- 
venient, handy pocket size. Graduated one side lower edge inches to 16ths 
of an inch, and upper edge 10ths and 100ths of feet. Other side is graduated 
on upper edge inches and 10ths of inches; lower edge graduated with tem- 
perature correction scale for Lufkin 50 and 100 foot steel tapes. 


A high-quality mercurial thermometer furnished in a nickel-plated steel 
carrying case. An essential tool when measuring to extreme accuracy. Tem- 
perature range is from —30° to +120°F, graduated in 2° increments. It is 
54” long, and has pocket clip. 
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593, 595 SURVEYORS 
STEEL ARROWS 


Lufkin surveyors arrows are made of 345” hardened round steel, 14” long. 
Furnished in sets of 11, the number required for each 1,000 feet when chain- 
ing with a 100-foot tape. Large eye for easier handling. 

593—Enameled alternately red and white; easy to locate in grass or brush. 


595—Plain steel finish. 


597 LEATHER QUIVER 


Carrying quiver for 14-inch surveyors steel arrows is made of the best- 
quality sole leather. Designed and shaped for convenient carrying around 
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596,596A CARRYING RINGS 
FOR SURVEYORS ARROWS 


596—Made of 346” round steel, 6” in diameter. White enameled finish. 
596A—Made of 346” round steel, chrome finish. Flat end for carrying arrows. 


the waist. Furnished with 48” leather belt. 


576 TAPE REPAIR KIT 


A sturdy, practical kit for splicing steel tapes of all kinds, widths and weights. 
Can be used to repair tape lines in the field, and by the service departments 
of engineering, instrument and supply houses. 

The steel punch block, 24%” high, sits firmly on a 7” x 234” base. The 
piercing punch has head for striking with hammer. Tap of hammer on fulcrum 
lever raises the punch. Face of block is notched and has tape slot and three 
sighting lines to simplify accurate locating of holes. The back has hardened, 
flush, inset riveting block. Piercing punch is readily removed and one extra 
punch is furnished. Packed in compact case, kit weighs 3 Ibs. Folds and is 
held by tie strap to size of 9” x 34%” x 1%”. 


Instructions for use 


Punch only one piece at a time. For matching to locating lines on punch 
block (when punching holes), always use same graduation on the tape to be 
repaired and the repair piece of tape. Follow closely further instructions 
given on the sheet packed with each kit. 


576 Tape Repair Kit contains these 
items in a compact carrying case 

Punch and riveting block with piercing punch; cutting snips; riveting hammer; 
steel tape repair pieces of various kinds, widths, weights and markings, 


including chrome clad, nubian (black), with and without rings; rivet set, 
tweezers, extra piercing punch; 1 lot of solid steel rivets in a box. 


Separate parts of 576 Repair Kit 


576B—Punch block with piercing punch 576E—Piercing punch only 
576C—Rivets only, short, 500 in box 
5/6D—Rivets only, long, 500 in box 


576F—Rivet set 
5/6G—Steel tape pieces 


576A TAPE REPAIR KIT 


Same as 5/6 kit, except it contains one box of 12 No. 577P *¢” tape repair 
sleeves. 


577 TAPE REPAIR KIT 


With this combination hand punch and splicing tool, secure and accurate 
splices with eyelets can be made on the job quickly, saving valuable time. 
Each 577 kit includes four Eureka repair sleeves (described below) which 
are better for repairing the heavier types of 4” and 5A.” tapes. 


Leatherette case, with snap fastener, keeps all items intact. Convenient 
to carry, it measures 3” x 9” and weighs % Ib. when packed. 


577 kit contains these items, in 
leatherette case 


Punch and eyeleting tool; supply of long and short eyelets; assortment of 
ungraduated steel tape pieces; 4 Eureka repair sleeves (2 each of 4” and 5/6”). 


Separate parts of 577 Repair Kit 


577B—Hand punch and eyeleting tool complete 
577C—Eyelets only, 500 short 

577D—Eyelets only, 500 long 

577F—Male die set 


Eureka Tape Repair Sleeves 


All that is needed to splice a steel tape quickly is one of these sleeves and 
a match. 

To weld sleeve to tape: 1) clean tape ends, hammer them if there is any 
burr; 2) butt broken ends together inside sleeve, tapping sleeve unit tight; 
3) burn out match underneath sleeve, holding tape until cool. 

These thin, sheet metal sleeves are ready-coated with solder and flux. 
Twelve sleeves of one size are packed in a small, durable box with piece of 
emery cloth. Directions in each box. : 

Sleeves available as follows: 

577K—for 4%” tapes 577M—for 4” tapes 
577P—for 5A6” tapes 577R—for 3%” tapes 
577T—for %” tapes 


——— 
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CHROME CLAD, NI-CLAD, 
NUBIAN (BLACK) FINISH 


Lufkin steel tapes are made to government standards. Our bench standards 
for the United States are certified accurate by the United States Department 
of Commerce, National Bureau of Standards, Washington, D. C. Tapes for 
Canada we make to Canadian government standard. 

Temperature standard for steel tapes is 68°F., which equals 20°C. 

Coefficient of expansion of steel tapes is 0.00000645 per degree F.; 
0.0000116 per degree C. This amounts to 0.000645 foot or 0.00774 inch per 
degree F. on a 100-foot tape, and one-half as much on a 50-foot tape. 

As a figure that is reasonably close to actual, and also easy to handle, it is 
customary on very long runs of pipe to allow 1/10 inch per 100 feet for each 
10° change in temperature. 
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Above illustration shows, for a 100-foot tape, the actual length variations 
of temperature within the range of 20° below to 120° above zero F. The 
terminal graduation on lower edge is at 68°, this being standard temperature. 
Furnished only when specified and at additional cost. 

Standard tension for steel tapes 25 to 100 feet long (10 to 30 meters), 
supported entire length on horizontal, flat surface, is 10 pounds (4.5 kilo- 
grams); for all tapes over 100 feet, 20 pounds. For steel tapes suspended 
horizontally and supported only at ends, there can be no set or standard 
tension for accuracy because of weight and other variations. 

The following listings are averages of many tests made by the Bureau of 
Standards of Lufkin steel tapes supported throughout, and supported ends 
only. These averages are taken from experience of tests and should be used 
as a working basis only, and not to replace the test of any individual tape. 


Tension of Tension of 

Accuracy Accuracy 

Width Length Supported Supported 

Tape Kind of Tape Tape throughout, ends only, 

Inches Feet in Ibs. in Ibs. 

% Chain Tapes 100 10 24 
Y Engineers (.012-Inch) Tapes 100 10 18 
Y% Engineers Extra Heavy Tapes 100 10 24 
¥%&% Standard Weight Tapes 100 10 16 


NOTE: Temperature and tension need to be taken into account only on very precise work. 
We recommend government test of tapes to be used for such work or for use as master 
standards. The U. S. Bureau of Standards makes a moderate charge for this test. 


CHROME CLAD LINE 


This cross-section view of the chrome clad line shows why it has been hailed 
as a most outstanding improvement in steel tapes. A rust-resistant coating 
(2) plus multiple coats of electroplating (3) on the hardened steel tape (1) 
give remarkable protection against rust and corrosion. Then a hard, smooth 
chrome plating with non-glare satin finish is added (4). Jet-black markings 
(5) bonded to the steel are sunk below the chrome surface to protect against 
wear. They stand out sharply against the chrome surface. 


ZERO 


WHERE MEASUREMENT 
BEGINS ON STEEL TAPES 


On long steel measuring tapes marked one side only, measurement generally 
begins from outer end of ring. Exceptions are engineers pattern tapes, where 
measurement begins at end of tape, and chain tapes, for which markings are 
explained on page 65. 

Long steel measuring tapes that are marked both sides have a blank space 
at first end. Exceptions are engineers pattern tapes, where measurement 
begins at end of tape, and tapes marked in links on the back, where measure- 
ment begins from outer end of ring. 

Among short tapes, Artisan and pocket steel tapes with ring have blank 
space at first end. 
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STANDARD 


METRIC 


STEEL MEASURING TAPES WITH CASES 


SERIES 


BANNER 
white clad 


HOME SHOP 
WHITE TAPE 


ROYAL 
NI-CLAD 
nickel-plated 


LEADER 
chrome-clad 


ANCHOR 
chrome-clad 


ANCHOR JR. 
chrome-clad 


CHALLENGE 
nubian 
(black) 


CHALLENGE 
stainless 


BANNER 
white clad 


ROYAL 
NI-CLAD 
nickel-plated 


CATALOG 
NUMBER 


W223 


LINE 
DIMENSIONS 


¥" x 50' 


W226 


¥" x 100’ 


HW220 


34" x 25! 


REFILL 
NUMBER 


OW223 
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36 | LONG TAPES | 295’ lengths and up 


PAGE LINE 
F STYLE 


OHW220 


HW223 


¥" x 50’ 


HW225 
HW226 
HW50 


32" x 75! 


OHW223 
OHW225 


¥e" x 100’ 
3%" x 50’ 


OHW226 


HW 100 
H430 


¥a" x 100’ 
Ye" x 25? 


H433 
H435 
H436 
C250 
C253 
C253 


3" x 50! 


OHW50 
OHW 100 


OH430 


14 


OH433 


By" x 75! 
3%" x 100’ 
ey" x 25! 


¥~" x 50’ 
3%" x 50’ 


~ C256 
HC250 
HC253 
HC255 


3%" x 100’ 


OC250 
0C253 
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3" x 25! 
3%" x 50’ 
Jer % 75? 


~ OC256 
OHC250 


OHC253 


HC256 
C210 
C213 
C216 

HC213 


¥%" x 100’ 
46" x 25! 
¥" x 50’ 
¥q" x 100’ 


OHC255 


34" x 50’ 


HC216 
C313 


¥3" x 100’ 
VY" x 50’ 


C316 
C1213 


263 
266 


Yo" x 100’ 
Ay" x 50! 
3%" x 50’ 


0C216 


0C316 


0C1213 


0263 


3%" x 100’ 


0266 


15 


16 


16 


267 
$263 
W221M 


3%" x 150’ 
3%" x 50’ 
¥a" x 10M 


0267 


OS263 


RR RR Rie Coal (eel Acoma Goes Saeed (eee 
NLITNININ | oa DI HD) DD) Dojo 


C-4 


W223M 


¥e" x 15M 


W224M 
W225M 
W226M 
W227M 
W221MM 


¥" x 20M 
¥" x 25M 


%" x 30M 
¥%" x 50M 


¥" x 10M 


W224MM 
W226MM 
W221ME 
W223ME 


3¥4" x 20M 
3%" x 30M 
3%" x 10M 
3¥4"x 15M 


W224ME 
W225ME 


¥%" x 20M 
¥e" x 25M 


W226ME 

W227ME 
431M 
433M 


¥" x 30M 
¥%" x 50M 
¥" x 10M 
¥" x 15M 


434M 
435M 


¥a" x 20M 
¥" x 25M 


436M 
437M 
431MM 
434MM 
435MM 
436MM 


¥" x 30M 
¥" x 50M 


¥" x 10M 
3%" x 20M 


¥" x 25M 
3%" x 30M 


431ME 
433ME 


¥%" x 10M 


¥" x 15M 


434ME 
435ME 
A36ME 
437ME 


Ye" x 20M 
¥" x 25M 


¥" x 30M 


¥" x 50M 
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Black 
Vinyl 


Box 


WEIGHT 
EA. (LBS.) 


CATALOG 
NUMBER 


Display Card 


Box 


Display Card 


Display Card 6 per box 


Box 1 per box 
Display Card 6 per box 


Box 1 per box 
Display Card 6 per box 


C253 BLK 


C256 


B 
1 per box 


Display Card 


Display Card 


° 1 per box 


1 per box 


po _ 


1 per box 


Ox 
Box 
Box 
Box 
Box 
Box 


W221MM 
W224MM 


W226MM 
W221ME 


W223ME 


W225ME 
W226ME 


- - 


W227ME 


1 per box 


36 
36 
24 
36 
36 
24 
24 


MARKINGS 


C-1 Black and red markings on white finish. Feet 
inches and 8ths. Red foot figures. 16” centers 
indicated. One side only. Instantaneous reading. 


C-2 Black markings on white finish. Feet, inches 
and 8ths. 16” centers indicated. One side only. 
Instantaneous reading. 


C-3 Black markings on nickel finish. Feet, 
inches, and 8ths. 16” centers indicated. One 
side only. Instantaneous reading. 


C-4 Black markings on chrome clad (satin) 
finish. Feet, inches and 8ths. One side only. 
Instantaneous readings. 


C-4(a) Same as C-4 except blank space before 
zero. 


C-5 Raised bright markings in natural steel over 
black background. Feet, inches and 8ths. One 
side only. Instantaneous readings. 


C-6 Raised bright markings in stainless steel 
over black background. Feet, inches and 8ths. 
One side only. Instantaneous reading. 


D-1 Marked one side only. First decimeter in 
millimeters; balance of line in centimeters. 
Blank space before zero. 


D-2 Marked one side only. Metric to millimeters 
over entire length. Blank space before zero. 


D-3 Marked both sides. One side first decimeter 
to millimeters; balance in centimeters. Other 
side in feet, inches and 8ths. Blank space before 
zero. Instantaneous reading on English side. 


38 | LONG TAPES | 29S’ lengths and up 


STEEL MEASURING TAPES WITH CASES (continued) 


CATALOG LINE REFILL PAGE LINE END CASE 
SERIES NUMBER DIMENSIONS NUMBER NO. STYLE FITTING COVER 
BANNER | HW223D 34" x 50! OHW223D Hook Black 
white clad | HW226D ¥" x 100° OHW226D Ring Vinyl 
%" x 50! 0C213D Standard 
%" x 100! OC216D Ring 
~ | ANCHOR —_HC213D ¥%" x 50! = Hook Tan Vi ; 
e E an Vinyl 
iu |chrome clad _ HC216D 3%" x 100’ _ 16 Ring 
> Yo" x 50! 0C313D 16 Standard 
9 
ANCHOR JR-G ersten Vy" x 50! 0C1213D 16 EI Standard Tan Vinyl 
chrome clad Ring 
34" ’ Ss . 
pase %" x 100 0266D 17 Ring 
C213-16ths 34"x 50’ | 0C213-16ths 
C216-16ths %" x 100! = 
S| ANCHOR ©213-16ths BLK [%"x 50’ | 0C213-16ths BLK 16 E-3 Standard Tan Vinyl 
> 3 |chrome clad C216-16ths BLK | _%" x 100’ = 16 E-3 Ring 
ee %" x50’ | OC213C 
= bo 34" x 33! 0261P 17 E-6 Standard 
O S|CHALLENGE _263P ¥a" x 50! 0263P Ws E-6 Ring Tan Vinyl 
SO] nubian _ 263TP %"x50' Jo  — {i | 7 | —TreeHook | 
©) (black) + _SP191-00048 $P191-00047 Claw Steel Case 
SP191-00050 sp191.00049 | 17. | £6 | — Hook Tan Vinyl 


OIL GAGING TAPES, STEEL (18' lengths and up) 


cane] 
SERIES CATALOG NUMBER REFILL NUMBER DIMENSIONS NO. STYLE READS BOB REQ. 
C1290%S f/590 0C1290'%S f/590 Yo" x 18! 
C1290S_f/590 0C1290S__ /590 Ye" x 25! 
C1291S  £/590 0C1291S_ £/590 Y_" x 33! Right to left 
C1293S__ /590 0C1293S _ £/590 Ye" x 50! 590 
C1294S__/590 0C1294S__#/590 Y," x 66! 
C1295S __£/590 0C1295S__/590 Ye" x 75! 
C1296S_f/590 0C1296S__ f/590 Ye" x 100’ i 
ATLAS C1293S _f/587 0C1293S__/587 Yo" x 50! 19 
chrome clad _C1294S__ £/587 0C1294S__ /587 Yo" x 66! Right to left 
C1283.‘ f/588 0C1283 _£/588 
C1290SD f/590 0C1290SD £/590 19 F-2 
C1293SD £/590 0C1293SD £/590 
C1295SD f/590 0C1295SD £/590 Ye" x 75! Left to right | 590 
C1293SME f/590 O0C1293SME f/590 Y2" x 15M 
C1294SME f/590 OC1294SME f/590 Yo" x 20M 
C1296SME f/590 OC1296SME f/590 ¥," x 30M 
1290S f/590 01290S f/590 Yo" x 25! 
1291S f/590 01291S f/590 Y" x 33! 19 F-4 : 
12938 £/590 012938 /590 Ya" x 50" enone | bier 
1294S /590 01294S £/590 Yp" x 66! 19 
ATLAS 1295S £/590 01295S f/590 Yn" x 75! Left to right 
nubian 1281 f/588 01281 f/588 ¥%" x 33! Right to left 
(black) 1283 £/588 01283 £/588 34" x 50’ 19 F-4 588 
1296SME f/590 01296SME f/590- Y," x 30M F-5 
1291SME MEX f/590 —01291SME MEX f/590 Y>" x 10M F-6 Left to right | 590 
1293SME MEX f/590 _01293SME MEX f/590 ¥" x 15M 
1294SME MEX f/590 + 01294SME MEX f/590 Y," x 20M 
DERRICK C2276D O0C2276D %," x 100! Lettie ruht oa a 
chrome clad C2276ME O0C2276ME %" x 30M F-3 
Footnotes: All oil gaging tapes packed 1 per box, less plumb bob. Specify bob required. Plumb bob weights: 587, 587%, 5877—1 Ib. 


588 — ¥ Ib. 
590, 590A, 590G, 590GM—1% I 


Ye SP191-00048 
Yp SP191-00050 


INDIVIDUAL SHELF CASE WEIGHT CATALOG 
PACKAGE PACK QUANTITY EA. (LBS.) NUMBER 
MARKINGS 
Box 1 per box — HW223D 
1% HW226D E-1 Marked one side only. Feet, 10ths, 100ths 
1 C213D feet. Instantaneous reading. 
3 
1% C216D E-2 Marked one side only. Feet, inches to 16ths. 
Box 1 per box 1 HC213D Instantaneous reading. 
1% HC216D 
14 C313D E-3 Marked one side only. Feet, inches to 16ths. 
3 C316D Blank space first end. Instantaneous reading. 
E-4 Marked one side only. Consecutive inches 
Box 1 per box o3 C1213D to 16ths. 
E-5 Marked one side only. Consecutive inches to 
3 : 
Box 1 per box 7 ae 10ths inch. 
ZN 
E-6 Marked both sides. One side feet, inches, 
1 C213-16ths 8ths, instantaneous reading; back side diameter 
feet and inches. Extra diameter inch before zero 
3 S 
: a wt wins BLK to 64ths. Blank space before zero. 
- S 
Box 1 per box 
P 1% C216-16ths BLK E-7 Marked both sides. Front side feet, 10ths, 
1 C21se 100ths feet; back side diameter feet, inches, 
rT C213CX 10ths inch. Blank space before zero. 
%, 261P E-8 Marked both sides. One side consecutive 
3 inches to 16ths. Blank space before zero both 
a 263P sides. Back side diameter feet and inches. 
Box 1 per box Ma 263TP Extra diameter inch before zero to 64ths. 


NUMBER TYPE LESS BOB (LBS) CATALOG NUMBER 
MARKINGS 
91-25 1% C1290¥S f/590 
1% C1290S_ f/590 F-1 Marked one side only. Feet, inches and 8ths. 
2 C1291S f/590 Instantaneous reading. 
erarin 20 C12938 _/590 
91-50 2% C1294S £/590 F-2 Marked one side only. Feet, 10ths and 
2%, C1295S__—f/590 100ths feet. Instantaneous reading. 
91-75 4-arm 3% C1296S__f/590 
91-50 2 C1293S_ f/587 : . ‘ F 
F-3 Marked both sides. First side metric to 
91-50 2% C1294S _ £/587 centimeters; first decimeter in millimeters; 
81-50 1% C1283 f/588 other side feet, inches and 8ths. Instantaneous 
91-25 Barn 13% C1290SD f/590 reading. 
2% C1293SD f/590 _ 4 =< 7 
3 - arked one side only. Feet, inches and 8ths. 
91-50 ca C1295SD £/590 Raised natural steel markings over black back- 
2'2 C1293SME f/590 ground. Instantaneous reading. 
2% C1294SME f/590 
91-75 4-arm 3% C1296SME f/590 
F-5 Marked both sides. First side metric to 
91-25 1% 1290S f/590 centimeters; other side feet, inches and 8ths. 
91-25 2 1291S f/590 Raised natural steel markings over black back- 
2% 1293S £/590 Bround: 
91-50 2-arm 2% 1294S f/590 
2% 1295S f/590 F-6 Marked both sides. First side millimeters 
81-50 1% 1281 f/588 throughout; other side feet, inches and 16ths. 
81-50 1% 1283 f/588 Raised natural steel markings over black back- 
91-75 4-arm 3% 1296SME f/!.30 sient 
91-25 2 1291SME MEX f/590 
91-50 2-arm 2 1293SME MEX f/590 F-7 Marked one side only. Feet, 10ths, 100ths 
91-50 2% 1294SME MEX £/590 feet. Instantaneous reading. Blank space at each 
end. 
12-150 4-arm 3% C2276D 
12-150 4-arm 3% C2276ME 


Derrick tape, provided with #580 type ring plus ribbed face block or hook. 


! 
40 | LONG TAPES | 20’ lengths and up 
WOVEN TAPES (25’ and up) 
CATALOG REFILL LINE PAGE LINE COLOR OF 
SERIES NUMBER NUMBER DIMENSIONS NO. STYLE MATERIAL END FITTING 
Cotton line, | 
COTTON Y" x 50’ 21 G-1 coated white; Standard 
Yo" x 100! 21 G1 713R is rein- ring 
forced 1st 3 feet. 
500 0500 "A" x 25' | 
503 0503 54" x 50! 22 
505 0505 EWE — | 
506 0506 %" x 100’ 
507 0507 %" x 150! 
H503 OH503 %" x 50! 
H506 OH506 %" x 100! Line woven from 
503D 0503D %" x 50’ synthetic fibres, 
METALLIC 505D 0505D "x 75! coated white. Standard 
506D 0506D 5%" x 100’ First 9” rein- ring 
507D 0507D 5%" x 150! forced with RED 
H503D OH503D plastic wear strip 
H506D OH506D 5%" x 100’ on underside 
504L 0504L of line. 
503ME 0503ME %" x 15M 
Standard 
504ME O504ME | %" x 20M he. | 
506ME O506ME %" x 30M 
507ME - %" x 50M 
JUNIOR 663 0663 ie" x 50! Standard 
METALLIC 663D 0663D ”g" x 50! ring 


Standard 
Line woven from ring 
synthetic fibres, 


STERLING ¥%" x 100’ 
non-metallic %" x 50’ 
5%" x 100’ 


9|9|9/9/9|9, 9/9] 0/0] S]9 | © 
W]W] WI] MI] P W/Wipol rl No oO 


23 

4 040 Ae ee ee coated white. 

416 0406 First 9” rein- 

417 0407 5%" x 150! forced with 
HI-LINE 413D 0403D GREEN plastic oer 
non-metallic 416D 0406D wear strip on ring 

417D 0417D 5%" x 150! underside of line. 

1417 01407 54" x 150! 23 G-2 


ENGINEERS AND SURVEYORS STEEL TAPES (100’ and up) 


CATALOG REFILL LINE LINE WIDTH, PAGE LINE END 
SERIES NUMBER NUMBER LENGTH THICKNESS NO. STYLF FITTINGS 
WESTERN C1676D 0C1676D 100’ 44" x 015" 24 H-6 End loops with 
chrome clad two thongs 
C1286 0C1286 %" x .008" 24 : 
C1288 0C1288 %" x .008" 24 en 
CHROME CLAD C1286D 0C1286D %" x .008" 24 iin 


C1286M - " x .008" 24 
C1287M = %" x 008” 24 


C1276 0C1276 ™" x .012" 25 
PEERLESS: C1278 0C1278 %" x .012" 25 
chrome clad C1276D 0C1276D %" x .012" 25 2 #580 rings 

C1278D 0C1278D TA % O12" per tape 


25 H-1 
PEERLESS 1279X 01279X 300’ ™"x .015" 25 H-4 2 #580 rings 
nubian (black) 1279DX 01279DX 300’ he” % OVS" 25 H-5 per tape 
H-2 


WOLVERINE C1376D 0C1376D 100’ Y4" x 012" 26 2 #580 rings 
chrome clad 
6 


per tape 


yn 4 £020" 2 
MINVAR 4" x .020" 26 H-2 _2 D-handles 
1%" x 020" 26 H-2 with swivel snaps 


%4" x 020" 


Footnote: All engineers and surveyors tapes packed one per box. 


INDIVIDUAL SHELF 
TYPE CASE PACKAGE PACK 
Blue See-thru 


enameled hang-up 
metal ba 


Tan vinyl 


g 
1 per box 1 per box 


Tan vinyl 


Tan Vinyl 

1 per box 1 per box 
Perforated 
disc reel 


REEL REEL 
NUMBER TYPE 

12-150 4-arm wood 
handle 


WEIGHT CATALOG 
EA. (LBS.) NUMBER 


1 413D 
1% 416D 


WEIGHT CATALOG 
IN LBS. NUMBER 


C1676D 


C1286 


4-arm wood 


C1288 


handle 


C1286D 


C1286M 


C1287M 
C1276 


4-arm wood 


C1278 


handle 


C1276D 


C1278D 
1279X 


11-300 4-arm wood 
11-300 handle 
Perforated 
disc reel 


1279DX 


6 
2% C1376D 


Mahogany 
reel 


MARKINGS 


G-1 Marked one side only. Feet, inches and 4 
inches. Foot numbers in red. 


G-2 Marked one side only. Feet, inches and 4 
inches. Red foot figures. Instantaneous reading. 


G-3 Marked one side only. Feet, 10ths and % 
10ths. Red foot figures. Instantaneous reading. 


G-4 Marked both sides. Feet and inches and 4 
inches on one side. Instantaneous reading. Links 
on the back. 


G-5 Marked both sides. One side meters to 
centimeters throughout; other side, feet, inches 
and &% inches. Instantaneous reading. 


G-6 Marked one side only. Feet, inches and 8ths. 
Red foot figures. Instantaneous reading. 


G-7 Marked one side only. Feet, 10ths and 
100ths. Red foot figures. Instantaneous reading. 


MARKINGS 


H-1 Marked one side only. Feet, 10ths and 
100ths. Zero falls at end of line. Instantaneous 
reading. 


H-2 8100 marked at O, 50 and 100 feet 
8150 marked at O, 50, 100, 150 feet 
8100M marked at O, 15, 30 meters 
8164M marked at O, 25, 50 meters 


H-3 Marked one side only. Feet, inches, 8ths. 
Zero falls at end of line. Instantaneous reading. 


H-4 Marked one side only. Feet, inches, 8ths. 
Zero falls at end of line. Raised letters in natural 
steel over black background. Instantaneous 
reading. 


H-5 Marked one side only. Feet, 10ths, 100ths 
feet. Zero falls at end of line. Raised numerals 
in natural steel over black background. Instan- 
taneous reading. 


H-6 Marked one side only. Feet, 10ths, 100ths 
feet. Blank space at each end. Instantaneous 
reading. 


H-7 Marked one side only. Feet, inches, 8ths. 
Zero falls at outer end of ring. Instantaneous 
reading. 


H-8 Marked one side only. Feet, 1Oths, 100ths 
feet. Zero falls at outer end of ring. Instanta- 
neous reading. 


H-9 Marked one side only. First decimeter to 
millimeters. Balance meters, decimeters, centi- 
meters. 


| 41 


CHAIN TAPES (100’ and up) 


SERIES 
REGULAR 


SUPER HI-WAY 
chrome clad 
steel 

drag tapes 
HI-WAY 
nubian (black) 
steel 

drag tapes 


0C9100 


PIONEER 


chrome clad 
steel 
chain tapes 


PIONEER 
nubian (black) 
steel 

chain tapes *05100M 
*05164M 


*05328M 


REEL REQUIRED 
CATALOG NUMBER, LINE ONLY sem CGINE 
STYLE A STYLE B ORDER 


+09300-30G 


+05500-30G 


42 | LONG TAPES | 29’ lengths and up 


LINE WIDTH, 


MICHIGAN 

plated steel 

chain tapes 703100M 
*03164M 
*03328M 

CANYON 

nubian (black) steel 

chain tapes 


TOPOGRAPHIC 
nubian (black) steel 
trailer tape 


05165T 


S2E0 Se THICKNESS 
Rare Be 31-100 he" x 025" 
ieee eee OCIZ00B. 31-200; 61-200 200' He" x .025" 
ee NOCIZOORe* 31-300; 61-300 300’ %e" x .025" 
31-100 100 links He" x .025" 
Mole OOZ0UBiE 31-200; 61-200 %e" x 025" 
ees pee SOSS00B 31-300; 61-300 %e" x .025" 
31-100 100 links 
ree 31-100 YA" x 020" 
PCTS 052008 31-150; 61-200 | __ 200" A" x .020" 
PCT (0053008 51-300; 61-300 | 300’ | 4" x .020" 
ee ieee = 61-500 | 500’ "x 020" _| 
eee =§=63i-100 | 100° | %"x.020" 
| SSC*dCSCSC(S200B 31-150; 61-200 | 200" | 4x .020" | 
PCT (053008 51-300; 61-300 | 300’ | 4" x .020" 
pT ss00B 61-500 500" | 4" x .020" 
"A" x .020" 
eee eee = 31-100 | = 30M_—it, 4" x .020° 
ieee 31-150;61-200 | 50M_—T 4" x.020" | 
ee ee ees 51-300; 61-300 | 100M__|__14"x .020* 
ie Oeemee | 31-200;61-200 | 200’ |e" x 016" _| 
PCT (033008 31-300; 61-300 
PCT (035008 31-500; 61-500 [ 500" | %s"x.016" | 
tice — [sor ore 

31-150 50M %e" x .016" 
ie 31-300 | 100M His” x 016" 
| T2008 41-200 | 200" "x .025" 
pC 48008 41-300, 300’ | "x .025" 
RE SS 41-500 

(250 links 

ae 31-150; 61-200 | 2% chains %4" x, 020" 


or 165 ft.) 


First 30 feet graduated, feet, 10ths and 100ths of feet, instantaneous reading 


Note: All chain tapes packed one per box 


All chain tapes furnished less reel—specify reel desired 


TYPE OF 
MARKINGS 


Raised 
markings 


Raised 


markings 


Etched 
markings 


Etched 
markings 


Graduations 
stamped into 
babbitt metal 


bosses. 


Etched 
markings 


Etched 
markings 


PAGE END 
NO. FITTINGS 


Loop clips both 
ends. 2 leather 
thongs included 


0C9100B 
OC9200B 


0C9300B 


a 
091008 
09200B 


09300B 
0C5100B 
OC5200B 


Me 26 St (See 
es 


Loop clips both 
ends. 2 leather 
thongs included 


Loop clips both 
ends. 2 leather 
thongs included 


052008 
a [eons = 
| 7s +05500-30GT | 055008 
[1% ee OCHA | 
2 =e 


Loop clips both 
ends. 2 leather 
thongs included 


Sa 
1% *05164M_[ | 
RE Se 


Loop clips both 


eo Sees 
aoe does 


aie © eae = 
thongeinciided | 14 (oes [7 | 
= # a eee 
- aan eS 
ian ae ae 
Loop clips both | 2% eee I ae 
ends. 2 leather | 3% gt eee eee 
BS se 
Loop clips both 
29 ends. 2 leather 2% 05165T 
thongs included 


MARKINGS 


REGULAR — Blank spaces at each end. First 
and last foot subdivided to 10ths and 100ths; 
balance graduated every foot. 


STYLE A — Measurement begins and ends at 
extreme outer ends of clips (rings); first and 
last foot subdivided to 10ths and 100ths; bal- 
ance graduated every foot. 


STYLE B — Blank space at each end. Extra foot 
before zero subdivided to 10ths and 100ths, 
numbered from right to left; balance graduated 
every foot except last foot is in 100ths. 


**LINKS — Links and poles with end links in 
10ths of link. 


*METRIC — First and last decimeter in milli- 
meters. Balance of first and last meter in centi- 
meters. Balance of length in decimeters. 


44 | FOLDING RULES 
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O66F, spring joint rules, 6- and 8-foot flat, inside reading. 


RED END—recognized the world over as the finest and most accurate folding 
wood rule available. 

FINEST HARDWOOD—selected straight-grained hard rock maple that is 
flexible and tough. 

BOLD MARKINGS—embedded in wood below surface (not just printed). 
Black and red markings against pure white background give easiest reading. 
EPOXY COATING—new durable, clear plastic coating gives added protection 
against wear and abrasion. Outwears all others. 

POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
designed specifically to eliminate end play and retain accuracy. 


DOUBLE GRADUATIONS—both edges, both sides to 16ths of an inch; 16” 
centers indicated in red figures. 


STRIKE PLATES AND END CAPS—brass-plated to prevent wear. 


BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
Trademark of Highest Quality. 


FLAT READING—Numbering begins on inside of rule (see O66F illustration 
above). Measurement lies close to the work. 


068 AND 068F—same as 066 and O66F, except open to 8 feet. 
For complete specifications, see page 56. 


HO66 has the same quality as the 066, but also has 
a sturdy, folding, brass-plated hook. Zero falls at 
inside of hook. The folding hook makes it possible 
for a person to take measurements that are beyond 
arm’s reach. 


1066 and 1066F are designed for especially rugged 
use. They have the same ‘‘Red End”’ high quality 
as outlined above, plus lath that is 25 per cent 
thicker than above, with extra heavy joints. Extra 
strength throughout for extra life. 


In addition to lengthwise snap sockets in each 
spring plate, our lock joint has two cut-out cross- 
wise slots in one plate and lugs on the other plate 
that snap snugly into the slots. This guards against 
end play, helps maintain accuracy. 
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966, two-way reading spring joint rule, measures left to right and right to left 


RED END—recognized the world over as the finest and most accurate folding 
wood rule available. 


TWO-WAY FLAT READING—equally handy for measuring left to right and 
right to left (see illustration below). Measurement lies close to the work. 


FINEST HARDWOOD —selected straight-grained hard rock maple that is 
flexible and tough. 


BOLD MARKINGS—embedded in wood below surface (not just printed). 
Black and red markings against pure white background give easiest reading. 


EPOXY COATING—new durable, clear plastic coating gives added protection 
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As shown above, the Two-Way rule permits direct reading of measurements 
from either right or left. Sections open for use lie flat directly against the work. 


against wear and abrasion. Outwears all others. 


POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
designed specifically to eliminate end play and retain accuracy. 


DOUBLE GRADUATIONS—both edges, both sides to 16ths of an inch; 16” 
centers indicated in red figures. 
STRIKE PLATES AND END CAPS—brass-plated to prevent wear. 


BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
Trademark of Highest Quality. 


For complete specifications, see page 56. 
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1966 is designed for rugged use. It has the same Red End high quality as 
outlined above, plus lath that is 25 per cent thicker, with extra heavy joints. 
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RED END—the best folding wood rule available. Unmatched for ruggedness 
and accuracy. 

GRADUATED BRASS SLIDE—markings black filled for easy reading. Slide 
extends full 6 inches and makes it possible to take inside measurements 
quickly and accurately. 

EXTRA RIGID AND STURDY WOOD SECTIONS—lath is 25 per cent thicker 
than regular folding rules. 

SUPERIOR RIVETED LOCK JOINTS—extra length and longer wearing. Brass- 
plated, smooth-action; designed to positively eliminate end play and retain 
accuracy. 


FINEST HARDWOOD —selected straight-grained hard rock maple that is 
flexible and tough. 


For inside measurement: Open rule to within 6 inches of distance. Butt 
square end against one side of opening. Extend slide to touch other side. Add 
measurement on slide to that shown at other end of rule. 
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X46F, heavy-duty extension rule, 6-foot, flat, inside reading. 
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X46, heavy-duty extension rule, 6- and 8-foot regular outside reading. 
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BOLD MARKINGS—embedded in wood below surface (not just printed). 
Large black and red figures easy to read against boxwood finish background. 


EPOXY COATING—new durable, clear plastic coating gives added protection 
against wear and abrasion. Outwears all others. 


DOUBLE GRADUATIONS—both edges, both sides to 16ths of an inch; 16” 
centers indicated in red figures. 


STRIKE PLATES AND END CAPS—solid brass to prevent wear. 


BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
Trademark of Highest Quality. 


FLAT READING—numbering begins on inside of rule; measurement lies 
close to the work (see illustration above). 


X48—same high quality as X46, except opens to 8 feet. 


For complete specifications, see page 56. 
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HX46 has the same quality as Model X46, but also has a sturdy, folding, 
brass-plated hook. Zero falls at inside of hook. Hook permits taking measure- 
ments that are beyond arm’s reach. 
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X46X—This has the same heavy-duty construction as the X46, but it has two 6” brass extension slides. However you unfold this rule, an extension is ready for use 
on first section. Can be opened to full 7-foot length. 
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X36—All-way, heavy-duty extension rule, 6-foot regular, outside reading. 


RED END—recognized the world over as the finest and most accurate folding 
rule available. 

GRADUATED BRASS SLIDE—markings black-filled for easy reading. Ex- 
tension 8” long; slides 6” either way. Graduated inches to 16ths inches on 
both sides. 

EXTRA RIGID AND STURDY WOOD SECTIONS—lath 25 per cent thicker 
than regular folding rules. 

POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
designed specifically to eliminate end play and retain accuracy. 

FINEST HARDWOOD —selected straight-grained hard rock maple that is 
flexible and tough. 

BOLD MARKINGS—embedded in wood below surface (not just printed). 


Black and red markings against pure white background give easiest read- 
ing. 

DOUBLE GRADUATIONS—both edges, both sides to 16ths of an inch; 16” 
centers are indicated in red figures. 

MARKING GAGE, BUTT SPACING FEATURES—may be used as a marking 
gage in even measurements of 2”, 4”, 6”, 8”, 10”, 12”, 16”, 18”, 22”, 24”, 
28”, 30”, etc. May also be used as a butt spacing rule at 8”, 12”, 14”, 18”, 
20”, 24”, 26”, etc. 

STRIKE PLATES AND END CAPS—solid brass to prevent wear. 

BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
Trademark of Highest Quality. 

For complete specifications, see page 56. 
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1066D—same high quality as 066D, 
but with 25 per cent thicker lath and 
extra heavy joints. Designed for rugged use. 


066D, engineers, spring joint rules, 6-foot, regular reading outside, feet, 10ths and 100ths of feet inside. 


RED END—recognized the world over as the finest and most accurate folding 
wood rule available. 

GRADUATIONS—inside markings in feet, 10ths and 100ths of feet; outside 
markings in feet, inches and 16ths of an inch. Foot numbers are in red; 
repeated each inch and 10th of foot. New feature: Decimal points on engi- 
neers scale prevent reading errors. 

ENGINEERS SCALE—identified by two bright red horizontal lines. 

QUICK CONVERSION—10ths and 100ths feet quickly converted to feet and 
inches, and vice versa. 

FINEST HARDWOOD-—selected straight-grained hard rock maple that is 
flexible and tough. 


BOLD MARKINGS—embedded in wood below surface (not just printed). 
Black and red markings against pure white background give easiest reading. 


EPOXY COATING—new durable, clear plastic coating gives added protection 
against wear and abrasion. Outwears all others. 


POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
designed specifically to eliminate end play and retain accuracy. 


STRIKE PLATES AND END CAPS—brass-plated to prevent wear. 


BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
Trademark of Highest Quality. 


For complete specifications, see page 56. 
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066X—same high quality as 066D. Designed for industries such as rubber, 
aircraft and automotive now using decimal inch measurements. Graduated 
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both sides, both edges in consecutive inches and 10ths of inches. For complete 
specifications, see page 56. 
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626 plumbers and steamfitters rule, 6-foot, designed for pipefitting work. 


RED END—recognized the world over as the finest and most accurate folding 
wood rule available. 

SPECIAL GRADUATIONS—outside markings are in black, vertical, con- 
secutive inches to 16ths of an inch, both edges. Inside markings are in red, 
45° scale, inches to 16ths. This rule is used when working with 45° elbows; 
it eliminates figuring and chance of error. Turning rule from black to red 
gives, at a direct reading, the corresponding 45° elbow measurement. 
Example: Sketch below shows 10-inch, 45° offset. By turning rule at 10-inch 
graduation on standard inch side, graduation directly opposite in red in- 
dicates center-to-center of fittings to be 14% inches. Actual length of pipe 
will vary, as allowances must be made for type of pipe and fitting used. All 
other size offsets are calculated in same manner. Where offset is longer than 
length of rule, add 45° scale measurement of extra distance to last scale on 
rule (101134¢ inches). 


10” Offset Measurement 


14%” 45° Measurement ———-. 


FINEST HARDWOOD—selected straight-grained hard rock maple that is 
flexible and tough. 


BOLD MARKINGS—embedded in wood below surface (not just printed). 
Black and red markings against pure white background give easiest reading. 


EPOXY COATING—new durable, clear plastic coating gives added protection 
against wear and abrasion. Outwears all others. 


POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
designed specifically to eliminate end play and retain accuracy. 


STRIKE PLATES AND END CAPS—brass-plated to prevent wear. 


BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
Trademark of Highest Quality. 


For complete specifications, see page 56. 
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636 rugged brick mason’s rule, 6-foot, designed for spacing brick courses. 


RED END—recognized the world over as the finest and most accurate folding 
wood rule available. 

SPECIAL GRADUATIONS—outside is graduated with vertical figures, marked 
both edges, consecutive inches to 16ths. Brick mason’s scale on inside, with 
10 scales. To take a measurement when mortar thickness is known: Assume 
mortar is %-inch thick, and average brick is 24 inches thick. Added, they 
give a 2% inch course. Place your thumbnail on edge of rule at 234 inches, 
turn to other side, and thumbnail is on scale 6 mark. This is the correct scale 
for above conditions. IIlustration shows how to check wall as it is being laid. 
Readings from top edge of bricks are at scale 6. When space only is known, 
measure the space with the scale side of the rule to the nearest scale mark. 
For instance, assume a space of 37 inches is to be bricked. On brick mason's 
scale side of rule, 37 inches falls between scale 4 and scale 8. Checking these 
scales at starting end of rule, scale 4 equals 2% inches and scale 8 equals 
2% inches. If brick to be used averages 2% inches, scale 4 would allow a 
¥Y-inch joint, scale 8 a %-inch joint. Proper joint thickness can be selected 
from these two. 

RED COURSE COUNTER—consecutive red numbers on brick mason’s scale 
show number of courses. No counting necessary. 

FINEST HARDWOOD—selected straight-grained hard rock maple that is 
flexible and tough. Lath 25 per cent thicker than regular wood rules. 

BOLD MARKINGS—embedded in wood below surface (not just printed). 
Black and red markings against pure white background give easiest reading. 
EPOXY COATING—new durable, clear plastic coating gives added protection 
against wear and abrasion. Outwears all others. 

POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
designed specifically to eliminate end play and retain accuracy. 


STRIKE PLATES AND END CAPS—brass-plated to prevent wear. 


BRIGHT RED ENDS—attractive and protective (seal out moisture.) The 
Trademark of Highest Quality. 
For complete specifications, see page 56. 
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646 rugged modular spacing rule, 6-foot, designed for masonry work. 


RED END—recognized the world over as the finest and most accurate folding 
wood rule available. 

SPECIAL GRADUATIONS—outside is graduated both edges, consecutive 
inches to 16ths. The first end section is a short section which permits butting 
the rule on the first 16-inch module. All sections have square ends and every 
joint opens on even numbered figures. Inside is marked with 6 scales in a 
16-inch module. Scales are: 2 courses in a 16-inch space, for concrete blocks 
and glass blocks; 3 courses in a 16-inch space, for facing tile; 4 courses in a 
16-inch space, for small facing tile and economy brick; 5 courses in a 16-inch 
space, for engineered brick; 6 courses in a 16-inch space, for standard brick; 
8 courses in a 16-inch space, for Roman brick. Scales include 34” mortar space. 
FINEST HARDWOOD—selected straight-grained hard rock maple that is 
flexible and tough. Lath is 25 per cent thicker than regular wood rules. 


BOLD MARKINGS—embedded in wood below surface (not just printed). 
Black and red figures and graduations against pure white background give 
easiest readings. 


EPOXY COATING—new durable, clear plastic coating gives added protection 
against wear and abrasion. Outwears all others. 


POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
designed specifically to eliminate end play and retain accuracy. 


STRIKE PLATES AND END CAPS—brass-plated to prevent wear. 


BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
Trademark of Highest Quality. 


For complete specifications, see page 56. 
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062ME metric, English rules, 12-fold, 2 meter—%4” (16mm) wide. 


RED END—recognized the world over as the finest and most accurate folding EPOXY COATING—new durable, clear plastic coating gives added protection 
wood rule available. against wear and abrasion. Outwears all others. 

SPECIAL GRADUATIONS—outside is graduated decimeters to millimeters, POSITIVE LOCK JOINTS—long-wearing, brass-plated, smooth-action joints 
lower edge only. Inside graduated consecutive inches to 16ths, upper edge only. designed specifically to eliminate end play and retain accuracy. 

BOLD MARKINGS—embedded in wood below surface (not just printed). STRIKE PLATES AND END CAPS—brass-plated to prevent wear. 

Black markings against pure white background give easiest reading. BRIGHT RED ENDS—attractive and protective (seal out moisture). The 
FINEST HARDWOOD-—selected straight-grained hard rock maple that is Trademark of Highest Quality. 


flexible and tough. For complete specifications, see page 56. 
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460 spring joint rule, 6-foot only, outside reading. 
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460F spring joint rule, 6-foot only, inside reading. 


A good, serviceable, ‘‘home shop’’ folding wood rule that is popularly priced. 
Hardwood lath is flexible and tough; has finished ends. Spring joints and 
end caps are brass-plated steel. Bold, black markings are easy to read on 
pure white background. Both rules are graduated consecutive inches to 16ths, 
both edges, both sides. 460 has regular markings; numbering is on outside 
of rule. 460F has flat markings; numbering is on inside of rule; measurement 
lies close to the work. 


For complete specifications, see page 56. 
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160 folding rule, 6-foot only, outside reading. 
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160F folding rule, 6-foot only, inside reading. 


A serviceable, hardwood folding rule, with ends finished. Joints are copper- 
plated steel and end caps are brass-plated steel. Bold, black markings are 
easy to read on pure white enamel background. Graduated consecutive inches 
to 16ths, both edges, both sides. 160 has regular markings; numbering is 
on outside of rule. 160F has flat markings; numbering is on inside of rule 
and measurement lies close to the work. 


For complete specifications, see page 56. 
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450EM spring joint rule, 12-fold, 6-foot, %” wide. 


Graduated both sides. Outside in consecutive inches to 16ths, both edges; 
inside decimeters to millimeters, upper edge only. Bold, black figures and 
graduations are embedded in the wood (not just printed) against a cream 
enamel finish. Hardwood lath is flexible and tough, with ends finished. 
Spring joints and end caps are brass-plated steel. 


For complete specifications, see page 56. 
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LOG SCALE 


524 spring joint rule, 4-foot, Doyle log scale. 


This rule marked both sides. Marked outside for 10 and 18 foot logs, and 
on lower edge inches to 16ths. Marked inside for 12, 14 and 16 foot logs. 
Applied to log, it gives same board feet as standard hickory log rules. Bold, 
black figures and graduations are embedded in the wood (not just printed) 
and are easy to read against pure white background. Hardwood sections 
are flexible and tough, with ends finished. Folding hook, lock joints and 
end cap are brass-plated steel. 


For complete specifications, see page 56. 
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These boxwood calipers are long-time favorites with persons who want a 
pocket size caliper that will quickly and accurately measure pipe, rods, 
bars, bolts, etc. Each is equipped with a brass caliper slide, graduated on 
one side only to 32nds of an inch. Back of rules graduated on upper edge 
only, inches to 16ths. Markings are embedded in the wood below the surface 
(not just printed). 014 is 4” long x %4” wide; 016 is 5%” long x 1456” wide. 


All fittings are brass. 


014 capacity—Inside: 3A6”—3%” 
Outside: Rounds, 1%”; Flats, 34” 


016 capacity—Inside: 742”—5” 
Outside: Rounds, 3”; Flats, 5” 


For complete specifications, see page 56. 


a/2, —a72A ONE-FOOT 
BOXWOOD CALIPER RULES 


When opened, these boxwood caliper rules give 12” of measuring capacity. 
Extending the solid brass caliper slide provides an additional 5” of measuring. 
Rule is unbound, 1%” wide and is graduated in 8ths, 10ths, 12ths and 16ths 
of an inch. Markings are embedded in the wood below the surface (not just 
printed). Brass caliper is graduated both sides to 32nds of an inch for out- 
side measure only. All fittings are brass. 


372—A left hand caliper; graduated right to left. 
372R—A right hand caliper; graduated left to right. 
For complete specifications, see page 56. 


651 TVV/O-FOOT 
BOXWOOD RULE 


A unique, boxwood rule: 2-foot, 4-fold. When folded, rule is 1” wide and 6” 
long; unfolded, it is %” wide and 24” long. Graduated both sides, lower 
edges only; left to right. One side, consecutive inches to 16ths; other side, 
consecutive inches to 8ths. Markings are embedded in the wood below the 


surface (not just printed). All fittings are brass. 


For complete specifications, see page 56. 


3651 THREE-FOOT 
BOXWOOD RULE 


A 3-foot, 4-fold boxwood rule. Folded, it measures 1” wide and 9” long; 
unfolded, it is 4%” wide and 36” long. Graduated both sides, upper edges 
only, right to left. One side, consecutive inches to 16ths; other side, con- 
secutive inches to 8ths. Markings are embedded in the wood below the 
surface (not just printed). All fittings are brass. 


For complete specifications, see page 56. 


65, S3:-STECL 
BLACKSMITHS RULES 


fs Ty Ty 
c ‘ 2 i re Li 
GIG | fe 7 9T ! : iui Baier 


8 710, 11, @& 
: 10 1 


pulildalnl I 
These 2-foot, 2-fold rules are made of tempered steel, 4” wide, 1/42” thick. 
Deeply-etched black markings are legible and permanent. Sections are 12” 
long. Riveted joints have large side washers and a stop bringing rule to a 
firm stop when opened straight. 


85—graduated lower edge only, one side to 16ths of an inch; other side to 8ths. 


86—graduated lower edge on one side to 16ths of an inch; upper edge on 
on other side to 8ths, lower edge 75 circumference inches to 8ths for 
converting diameters directly to circumference measurements. 


For complete specifications, see page 56. 
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1173ME—marked both sides; outside lower edge millimeters throughout; 
inside upper edge consecutive inches to 16ths. 


1173, 1176—marked both sides, lower edge, consecutive inches to 16ths. 


This reliable, heavy-duty folding rule is made of finely tempered steel, 
¥%,” wide, 142” thick; popular in sheet metal shops and industrial plants. 
Lock joints have two durable stops or snap sockets and a strong rivet with 
both ends headed over a washer. Each joint is held to length and sections 
are held rigidly in alignment when open or closed. Deeply-etched, permanent 
markings are black-filled and easy to read against polished steel background. 


For complete specifications, see page 56. 
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Popular in industry and construction work. Rule sections of tough, lightweight 
special analysis aluminum alloy hold shape and length. Bold markings, 
sunken below the surface and black-filled, are easy to read against natural 
aluminum surface. Positive lock joints of solid brass make this rule rustproof 
throughout; riveted joints eliminate end play, retain accuracy. 


1206—regular, outside markings, consecutive inches to 16ths, both sides, 
both edges. 


1206F—flat, inside markings same as above, except numbering begins on 
inside of rule; measurement lies close to the work. 


For complete specifications, see page 56. 


H1ISO6D ENGINEERS 
ALUMINUM RULE, 6-FOOT 
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Lightweight, durable aluminum folding rule for highway engineers and 
surveyors. Graduated both sides, both edges; inside markings in feet, 10ths 
and 100ths feet; outside markings in feet, inches and 16ths. Foot numbers 
repeated each inch and 10th of foot. New feature: decimal points on engineers 
scale prevent reading errors. 10ths and 100ths feet quickly converted to 
feet and inches, and vice versa. Bold markings, sunken below the surface 
and black-filled, are easy to read against natural aluminum surface. Positive 


lock joints of solid brass make rule rustproof; riveted joints eliminate end 
play, retain accuracy. One-piece, solid brass folding hook. 


For complete specifications, see page 56. 


WOOD RULES 


SERIES 


RED END 


RED END 
EXTENSION 


RED END 
RUGGED 
(heavy lath) 


RED END 
METRIC—ENGLISH 


UTILITY 
HOME SHOP 
UNIVERSAL 


ENGLISH/METRIC 
LOG RULE 


SERIES 


BOXWOOD 


STEEL RULES 


SERIES 


STEEL 
(Blacksmith) 


STEEL 
(Mechanics) 


ALUMINUM RULES 


ALUMINUM 


CATALOG 
NUMBER 


X36 

X46 

X46F 

X46X 

HX46 

X48 
636 Rugged 
646 Rugged 
1066 Rugged 
1066D Rugged 
1066F Rugged 
1966 Rugged 


O62ME 


160 
160F 
460 
460F 


450EM 
524 


CATALOG 
NUMBER 


014 
016 
372 
372R 
651 
3851 


CATALOG 
NUMBER 


85 

86 
1173 
1173ME 
1176 


1206 
1206F 
H1306D 


56 | FOLDING RULES | wood, steel, aluminum 


Fem | SP | vonns_—|SS_| 
LENGTH FINISH FROM FEATURES NO. 
White] Outside 
White Engineers markings 
Inside 2 extra feet; flat reading 
Both Plumbers markings 
6' Outside Carpenters’ favorite 
er Fiat inaidevearine ea 
é! 
6’ Boxwood 
8! Boxwood 
6! White Brick masons’ rule 
6’ White Both Brick, block spacing, 16” module 
6' White Outside Heavy-duty professional rule 
6' Both 
6’ Inside Heavy-duty flat reading rule 
6! Heavy-duty two-way reading rule 
2M 12-fold, metric/English 52 e 
6’ [White _} Outside _} Good quality econemprule {83 |g 
6’ Flat, inside reading rule 
6’ [—White_}_Outside_} Steel, ress-pisted spring joints {53} @ 
6! Flat, inside reading rule 
a oe 
4’ | White | Both __| Doyle scale, with hook | 53] 


DIMENSIONS, OPENED FINISH FEATURES NO. 
A" x %A" 
5%" x 1/6" 
12" x 1%" Boxwood 
12” x 134" Boxwood | Right hand caliper—1-foot, 2-fold 
ZAI" Boxwood | 2-foot, 4-fold, with V-joint 
36" x Ja" 
LENGTH FINISH FROM FEATURES NO. 
= 
2! Metal Outside Two-fold stop joint 
3! Outside Metalworking & shop favorite 
1M Both Metric/English shop rule 
6! Metal 6-foot version of 1173 
6' Outside Lightweight and durable 
6’ Inside Flat, inside reading rule 
6' Engineers markings, folding hook 


CATALOG 
NUMBER 


STYLE INDIVIDUAL 
MARKINGS PACKAGE 


WEIGHT PER 
DOZ. (LBS.) 


sleeve 


646 Rugged 


1066 Rugged 


sleeve 
1066F Rugged 


1966 Rugged 
O062ME 


460 
460F 


450EM 
524 


STYLE INDIVIDUAL SHELF 
MARKINGS PACKAGE PACK 


CATALOG 
NUMBER 


CASE WEIGHT PER 
QUANTITY | BOX (LBS.) 


ao 
1 372 
lL Rasiiibedaall 


1 372R 
% 651 
1 3851 


STYLE INDIVIDUAL 
MARKINGS PACKAGE 


CATALOG 
NUMBER 


CASE WEIGHT PER 
QUANTITY DOZ. (LBS.) 
2 
2 


1173 
1173ME 
1176 


1206 
1206F 


MARKINGS 


1-1 Standard outside black markings. Both edges 
of both sides, consecutive inches to 16ths. 16” 
centers in red. (No 16” red centers on 068.) 


1-2 Standard outside black markings in consecu- 
tive feet, inches and 16ths. Inside markings in 
feet, 10ths and 100ths of feet. Both sides in- 
stantaneous reading and red foot figures. 


1-3 Same as Style I-1, except with inside, or flat, 
markings. Numbering begins on inside of rule. 
(No 16" red centers on O68F.) 


1-4 Marked both edges of both sides, consecu- 
tive inches to 10ths of an inch. 


1-5 Outside black markings are vertical consecu- 
tive inches to 16ths, both edges. Inside red 
markings, 45° scale inches to 16ths. 


1-6 Inside markings read right to left from one 
end; left to right from other end. Consecutive 
inches to 16ths. 16” centers in red. 


1-7 Vertical markings on outside, consecutive 
inches to 16ths. Marked inside 10 brick spacing 
scales. Red course figures. 


1-8 Standard markings on outside, consecutive 
inches to 16ths. 16” centers in red. Inside 
marked with 6 scales in a 16-inch module. 


1-9 Marked millimeters on outside, lower edge 
only. Consecutive inches to 16ths on inside, 
upper edge only. 


1-10 Same as Style I-1, except black markings 
only. (No red 16” centers). 


I-11 Flat inside markings in black. Both edges 
of both sides, consecutive inches to 16ths. 


1-12 Marked consecutive inches to 16ths on 
outside, both edges. Millimeters on inside, upper 
edge only. 


I-13 Marked outside for 10 and 18-foot logs and 
on lower edge, inches to 16ths. Inside for 12, 
14 and 16-foot logs. Doyle scale. 


1-14 Slide graduated to 32nds. Capacity: Inside, 
¥%e" to 3144"; Outside, Rounds to 1%"; Flats to 
34%”. Rule grad. back side to Ye". 


1-15 Slide graduated to 32nds. Capacity: Inside, 
Yo" to 5"; Outside, Rounds to 3”; Flats to 5”. 
Rule grad. back side to Ye". 


1-16 Rule graduated to 8ths and 12ths one side, 
10ths and 16ths other side. Caliper graduated 
both sides to 32nds for outside measure only. 
Graduated right to left. 


I-17 Same as I-16 except graduated left to right. 


1-18 Marked outside lower edges both sides. One 
side consecutive inches to 8ths; other side con- 
secutive inches to 16ths. 


1-19 Graduated on upper edge, one side to 8ths, 
other side to 16ths. Both sides read right to left. 


1-20 Marked outside, lower edge only, consecu- 
tive inches to 16ths. Other side lower edge only, 
consecutive inches to 8ths. 


1-21 Marked outside, lower edge only, inches to 
16ths. Inside upper edge, inches to 8ths; lower 
edge is 75 circumference inches to 8ths. 


1-22 Marked both sides, lower edge, consecutive 
inches to 16ths. 


1-23 Marked outside lower edge to millimeters. 
Inside upper edge, consecutive inches to 16ths. 


1-24 Marked outside consecutive inches to 
16ths, both sides, both edges. 


1-25 Marked inside consecutive inches to 16ths, 
both sides, both edges. 


1-26 Marked outside in feet, inches and 16ths. 
Inside markings in feet, 1Oths and 100ths feet. 
Both sides instantaneous reading. 


34-14AV, 34V SCHOOL SHOP 
BENCH RULES 


The preferred wood rule for school woodworking shops. One-piece, selected 
hardwood, well seasoned. Tough, clear coating protects natural finish. Bold 
markings are embedded in wood below surface (not just printed); black-filled 
for quick, easy reading. Large graduations; inches numbered vertically top 
to bottom; opposite sides read from opposite ends. Marked both sides, both 
edges; one side in 8ths, other side in 16ths. Brass end caps prevent wear. 
34%V is 12” long, 1%” wide, 346” thick; 34V is 24” long, 14” wide, 4” thick. 


For complete specifications, see page 64. 


60 SERIES SCHOOL SHOP 
SIEEL AULES 


Medium weight, tempered steel rules; popular in school shops and industrial 
plants. Hole in one end for hanging. Deeply-etched, permanent markings are 
black-filled for easy reading. Large graduations; marked upper edge both 
sides; one side 8ths, other side, 16ths. Opposite sides measure from opposite 
ends. Available 12” or 24” long, 4” wide, 142” thick. 


For complete specifications, see page 64. 
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62 SERIES ONE-PIECE 
STEEL. RULES 


These substantial tempered steel rules are in demand by industrial users 
who want accuracy and legibility at a popular price. Also preferred by many 
school shop instructors. Bold markings, deeply-etched and permanent, are 
black-filled for easy reading; heavier than on machine-divided rules. Large 
graduations; marked both sides, both edges. Upper edge in 8ths, lower edge 
in 16ths. Opposite sides measure from opposite ends. Available in 12”, 24”, 
36”, 48” and 72” lengths; all 14” wide, 6” thick. 


For complete specifications, see page 64. 


eee 1 


INGH-I6THS 
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4 


55 TNNERS STeEe.. 
CIRCUMFERENCE RULE 


A standard rule with tinners and other sheet metal workers. Tempered 
medium-weight steel; hole in one end for hanging. Deeply-etched, permanent 
markings are black-filled for easy reading. Special graduations: on 95-3’ 
model, one side, upper edge, marked consecutive inches to 16ths, lower 
edge, marked up to 113 circumference inches to 8ths; on 95-4’ model, one 
side, upper edge, marked consecutive inches to 16ths, lower edge, marked 
up to 150 circumference inches to 8ths. Reverse side of both models has 
formulas for calculating circumference, diameter, area, etc., and size tables 
for laying out measures and cans. Available in 36” or 48” lengths; both are 
1%” wide, 1A.” thick. 


For complete specifications, see page 64. 


Front 


Back 
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S572A \ 


O72 SERIES PAINTERS 
HOOK RULES 


Highly-specialized rules designed for the printing trade. True type founders’ 
standard point measurements: 72 points equal .996 standard inches. Pre- 
cision gage machine divided; made in 12” lengths only, 34” wide, 142” thick. 
Permanent markings are black-filled for easy reading. Zero is at inside of 
substantial ‘‘T’’ head or hook. 


572—High-grade tempered rule steel. Markings: One side, upper edge 12 
inches to 16ths; lower edge, 6 and 12-point measure; other side, upper edge, 
8-point; lower edge, 10-point. 


$572—Rustproof, non-corrosive tempered stainless steel. Markings: One 
side, upper edge, 12 inches to 16ths; lower edge, 6 and 12-point; other side, 
upper edge, 8-point; lower edge, 10-point. 


$572A—Stainless steel. Markings: One side, upper edge, 12 consecutive 
inches to 16ths; lower edge, 168 agate lines; other side, upper edge, 8- and 
10-point measure; lower edge, 6- and 12-point. 


For complete specifications, see page 64. 
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7 satin a . 
Yard 1 


1069 BRASS COUNTER 
RULE 


For stores where yard goods are sold over the counter. Extremely accurate; 
meets all legal requirements. Drilled and countersunk for attaching to counter; 
durable 18-gage, .040” hard brass, 36” long, *%4” wide. Deeply-etched, 
permanent markings are black-filled for easy reading. Special graduations; 
marked on one side only. Upper edge, consecutive inches to 8ths; lower edge, 
fractions of yards: %e, %, %, 4, %, %, 4%, 4, %, Ke. 


For complete specifications, see page 64. 


1 
O NO.1260 
s\€ 


1260 ALUMINUM 
YARDSTICK 


Finest quality aluminum yardstick. Lightweight, flexible, rustproof, tarnish- 
free, plus sharply-defined, easy-to-read markings. Straight, parallel edges 
for greater accuracy. Finer graduations read easier. Marked one side only, 
both edges in consecutive inches to 16ths. Markings, and entire rule, protected 
by long-wearing, clear plastic coating. Lies flat and has hang-up hole for 
storage. 


36” long, 1%” wide, .064” thick. 


For complete specifications, see page 64 


7F7N2ME HARDWOOD 
METER STICK 


High-quality meter stick used in schools, laboratories, etc., in countries 
using metric measurements. One-piece, selected, seasoned hard maple; 
natural finish with clear protective coating. Bold markings are embedded in 
wood below surface (not just printed); black-filled for easy reading. Large 
graduations; one side marked both edges, decimeters to millimeters; other 
side, upper edge only, inches to 8ths. Opposite side reads from same end. 
Brass end caps prevent wear. Length, 1 meter (39.37 inches); width, 25 milli- 
meters (1 inch); thickness, 8 millimeters (6 inch). 


For complete specifications, see page 64. 


716, 7122 HARDWOOD 
YARDSTICKS 


Superior-quality yardsticks for years of satisfactory service. One-piece, 
selected hard maple, smooth and well-finished. Bold markings embedded in 
wood below surface (not just printed); black-filled for easy reading. Large 
graduations. 7116 marked both sides, reading from opposite ends; lower edge, 
inches to 8ths; upper edge, fractions of yards: 6, 4%, %, %, 2, %, 4, he. 
7122 is marked both sides reading from same end. One side, lower edge, 
inches to 8ths; other side, both edges, fractions of yards: 6, %, %, %, %, 
54, %, %. Brass end caps prevent wear. 7116 is 36” long, 1%” wide, 3/6” 
thick. 7122 is 36” long, 1” wide, %” thick. 


For complete specifications, see page 64. 
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7127 BEVELED 1-1/4 
YARDSTICK 


Designed for tailors and dressmakers for laying out, cutting, etc. Beveled 
both edges on one side so markings lie close to the work. One-piece; selected 
hard maple, smooth and well-finished; natural finish with clear protective 
coating. Hole in one end for hanging. Bold markings embedded in wood 
below surface (not just printed); black-filled for easy reading. Large gradu- 
ations; marked on bevel side only, inches to 8ths; opposite edges read from 
opposite ends. On flat center surface, fractions of yards: “6, %, %, %, %, 
5%, %, %, 1, 1%. Brass end caps prevent wear. 45 inches (1% yards) long; 
14” wide, A.” thick. 


For complete specifications, see page 64. 


7132 SERIES FLAT WOOD 
AULES 


Used extensively in shop, factory and textile industry as a bench rule. Easily 
read from either side of bench or table. Can be brought quickly to position 
on work, as measurements start at opposite ends. One-piece, selected hard 
maple, properly seasoned, smooth and well-finished; natural finish with 
clear protective coating. Hole in end for hanging. Bold markings embedded 
in wood below surface (not just printed); black-filled for easy reading. Large 
graduations; marked both sides, both edges. One side, inches to 8ths; other 
side inches to 16ths. Brass end caps prevent wear. 


Model Length Width Thickness 
7132 36” 14” Ae” 


“7133 ag” TY” YP 


Model Length Width Thickness 
7134 ~—-60” 14” Yu” 
7135 te 14%,” y,” 


For complete specifications, see page 64. 


7170 SERIES GLASS 
CUTTER “L” SQUARES 


These thoroughly-seasoned hardwood squares are well-finished in the natural 
wood and have substantial corner brace with brass side plates. Blade is 
mortised through and securely riveted into the stock. Stock is brass bound 
on inner face and has shoulder on both sides of blade so square can be used 
on either side. One-piece, hard maple; natural finish with clear protective 
coating. Bold markings embedded in wood below surface (not just printed); 
black-filled for easy reading. Large graduations; marked both sides on outer 
edges, inches to 8ths. Zero on both sides falls at inside of stock. 


Blade, Inches | Stock, Inches 
Graduated 
Model Length Width Thickness | Length Width Thickness 
7170 36” 3” yy” Py eg 2” 13/6” 
7171 43” ae y,” 2 72 i Ae 
7172 60” 3” Y “w” 30” 2” 1 3/6” 


For complete specifications, see page 64. 
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7137, 71389 GLAZIERS 
AULES, WITHOUT LIP 


High-quality rule designed specifically for the glass-cutting industry; regularly 
stocked and sold through glass supply houses. One-piece, selected hard 
maple, smooth and well-finished; natural finish with clear protective coating. 
Bold markings embedded in wood below surface (not just printed); black- 
filled for easy reading. Large graduations; marked both sides. One side, 
both edges, consecutive inches to 8ths. Other side, lower edge, consecutive 
inches to 8ths; upper edge, feet and quarter feet. Opposite sides measure 
from opposite ends. Brass end caps prevent wear. 


Model Length Width Thickness 
7137 48” Ze yy” 
7139 dae 2” yy” 


For complete specifications, see page 64. 


7142 SERIES GLASS 
CUTTERS AWLES; VVITH 
BRASS LIP 


Used extensively by glass distributors and in glass factories. Superior rules 
of one-piece, selected hard maple, smooth and well-finished; natural finish 
with clear protective coating. Bold markings embedded in wood below surface 
(not just printed); black-filled for easy reading. Large graduations; marked 
both sides, both edges, consecutive inches to 8ths. One end has sturdy, 
extruded brass lip or flange extending 34” from one flat surface of rule; 
attached by four rivets extending through both side plates. Other end has 
brass cap. On upper face, zero falls at inside of lip; on lower face at opposite 
end of rule. 


Model Length Width Thickness Model Length Width Thickness 
7142 48” = 2” Ae” 7148 120” Rig A” 
744 72” Y” Hy” 7149144” 3” 
746: 396”. 3” HK” 


For complete specifications, see page 64. 


62 | MISCELLANEOUS RULES 


7165, 7168 BUILDERS 
EXTENSION RULES 


Two-section sliding rule lets one man quickly and accurately measure from 
floor to ceiling or across openings. Tension spring and set screw hold sections 
secure, closed or extended. Selected, polished hard maple, smooth and well- 
finished ; natural finish with clear protective coating. Bold markings embedded 
in wood below surface (not just printed); black-filled for easy reading. Large 
graduations; marked feet, inches and 8ths on lower edge of both sides. Brass 
plated clamps and end caps prevent wear. Sections are 1” wide, %” thick, 
with stop at both ends. 7165 closed length is 5 feet; opens to 10 feet. 7166 
closed length is 6 feet; opens to 12 feet. 


For complete specifications, see page 64. 


202 MEASURING WHEEL 


To measure big jobs quickly and accurately, extend the folding handle, set 
to zero position on starting point, and start walking. Wheel counts as it 
measures, totals as it counts. Used by paving contractors, traffic engineers, 
police officials, landscapers, athletic departments. Used for measuring park- 
ing lots, laying out traffic lanes, sizing athletic fields, obtaining automobile 
accident details involving distances, etc. Indoor applications include measur- 
ing for floor covering, room sizes, etc. Has these helpful features: 


LW23 LOGGERS TAPE RULE 1. Total distance shown in feet and inches. 


; ; - ; 2. Knob in center of wheel can be used to set to zero or to preset for desired 
Automatic rewind loggers tape, ¥” wide, 50’ long, designed for rugged use distances. 


in mills and logging areas. Reel has long, very durable spring that rewinds 
tape automatically and completely when spring hook is released. Sharp 
spike penetrates tree bark easily. Jet-black markings on white background 
are most legible and easy to read. Flowed-on epoxy coating protects gradua- 
tions; will not chip, peel or discolor. Line easily cleaned while rewinding. 
Working parts of reel are partitioned to prevent dirt, sawdust, etc., from 
clogging reel. Line graduated feet, inches and 8ths; instantaneous reading, 
with foot markings and 16-inch centers designated. Available in 50’ length 
only. Spike only is available; order LH4. Replacement line available; order 7. Fine quality leather case is included for storing wheel. With handle 
OLW23. ° folded, wheel requires only 9” x 8” x 2” of space. 


Handle extends and locks at convenient, 34” height; folds easily, compactly. 
Clearly audible click every two feet permits running count by operator. 


Loud bell sounds every 100 feet. 


Traction is provided by two Neoprene tires, precisely-ground to correct 
circumference. Wear-resistant to maintain accuracy during long life. 


For complete specifications, see page 64. For complete specifications, see page 64. 


TURNOVER TARGET I 


This beautiful, 3-dimension, vacuum-formed display organizes your measur- 
ing tool department. It covers completely your customers’ requests, and 
eliminates your need for duplicate lines. Products are displayed in award- 
winning stretch packs, including demonstrator (pat. applied for) packages 
for tape rules that permit operation of the blade without damage to the 
package. Quick identification labels give order and inventory control. Both 
the display and packaging have the NRHA Seal of Approval. Available 
in 3 options: 
TT33—Contains one each of the following: 

LOKmatic*—W728, W7210, W7212, W7312, W7316 

MEZURALL*—W926, W928, W9210, W9212, W9310, W9312, W9316 

White Tapes—W826, W8210 

Pee Wee*—W616, W6110 

Long Tapes—HW50, HW100, HW223, HW226 

Folding Rules—X46, 966, 066, 636, 066D, 460 

Refills—RW6, RW8, RW10, RW12, RW310, RW312, RW316 

Display measures 3314” x 354”; shipping weight, complete, is 35 pounds. 
TT33F—Same as-above, except for X46F, O66F and 460F inside, or flat, 

reading wood rules. 
TT27—Contains only long tapes, tape rules and refills (27 items) no wood 

rules. Dimensions are the same; shipping weight, complete, is 33 pounds. 
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PW-1 ASSORTMENT 


A proved sales-maker, the Lufkin PW-1 assortment contains four each of 
W616, W618 and W6110 Pee Wee® tape rules. The %4” blade is marked in 
consecutive inches with red foot markings and black diamond 16” center 
markings. The display card is designed so that it is suitable for hanging or 
can be used free standing. To stimulate impulse purchases, this profit package 
can be featured in several departments at the same time. The display meas- 
ures 914” x 10”; shipping weight, complete, is 2 pounds. 
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SERIES NUMBER DIMENSIONS FINISH FEATURES 
SHOP RULE 34-44V 12" x A" Natural Vertical numbers. Markings clear cut and black : 
(Wood) 34V 24"x 14" Hardwood filled (not printed) Brass caps. - 


SHOP RULE 60 12" x Ae ete Medium weight tempered steel. Hang up hole. : 
(Steel) 60 24" x 34" ele Deeply etched lines and figures black filled. : 
62-4 ft. 48" x 114" 


Substantial tempered steel rule. Hole in one end 
Metal for hanging. Deeply etched lines and figures 
black filled. 
62-6 ft. Fa" 


TINNERS CIRCUM- 95-3 ft. 36"x 1%" Metal Lines, figures and wording deeply etched and J-4 
FERENCE RULE 95-4 ft. 48" x 144" black filled. Hang up hole. - 


62-1 ft. 12"x 14" 
62-2 ft. 24"x 1%" 
62-3 ft. 36"x 14" 


STEEL RULES 
(One Piece) 


RINTERS 12" x %4" High Grade Tempered Rule Steel 
‘ it RUL $572 12" x %" Stainless Steel 
sia ES $572A 12 9 A" Stainless Steel with 168 Agate Lines 


COUNTER RULE 1069 36" x 34" For Dept. Store Yard Good Counters 


ALUMINUM ‘ : F ; 
1260 36" XK 15%" Aluminum Lightweight and Flexible. Easy to read. 

METER STICK 7112ME 1M x1" Natural Metric-English graduations. Brass end caps 
Hardwood g 8 y PS: 

HARDWOOD yfilakes 36" x 14" Natural Markings clear cut and black filled. (not printed) 

YARDSTICKS Wi22 36" x 1" Hardwood Brass end caps. 

BEVELED 7127 45"x 1" Natural Markings clear cut and black filled. (not printed) 

14% YARDSTICK Hardwood Beveled both edges, one side. 

36" x 14%" 

FLAT 48" x 144" 


WOOD RULES 7134 60" x 14%" J-15 
AIZS 72° x% 1" J-15 


GLAZIERS 7137 48" x 2" Natural Markings clear cut and black filled. (not printed) J-16 
RULES TESS 72" x 24a" Hardwood No lip. Brass end caps. J-16 


48" x 2" J-17 


J-10 
J-11 
J-12 
J-13 
J-14 


z= 
> 
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J-15 
J-15 


Natural Markings clear cut and black filled. (not printed) 


Hardwood Brass end caps. 


GLASS 72° xX 2Yo" Natural Markings clear cut and black filled (not printed). 
CUTTERS 7146 96"x 3" Hardwood One end fitted with brass cap. Other end has 4%" 
RULE 7148 1207'x 3" brass lip. 


144" x 3” 


7170 36" x 3” 
48"x 3" 


Markings clear cut and black filled (not printed). J-19 
Blade mortised and riveted to stock. Stock is J-19 
60” 4 ae 


brass bound. J-19 
BUILDERS 7165 5' to 10’ 


Natural Markings clear cut and black filled (not printed). J-18 
EXTENSION RULE 7166 6’ to 12’ Hardwood Ends are brass covered J-18 
LOGGERS TAPE LW23 50’ x %" Automatic rewind. Has spike. J-20 


MEASURING WHEEL 202 8" diam. | = Maroon | Has 34” folding handle, leather case. 


Natural 
Hardwood 


GLASS CUTTERS 
“'L"" SQUARE 
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WEIGHT (LBS) 
PER SHELF CATALOG 
PACKAGE NUMBER 


INDIVIDUAL 
PACKAGE 


PAGE MARKINGS 
J-1 Inches numbered vertically top to bottom 
with opposite sides reading from opposite ends. 
Marked both sides, both edges. One side 8ths, 
other side 16ths. 


J-2 Marked upper edge only on both sides, one 
side 8ths, other side 16ths. Opposite sides 
measure from opposite ends. 


J-3 Marked both sides, both edges. Upper edge 
8ths, lower edge 16ths. Opposite sides measure 
from opposite ends. 


SHELF 
PACKAGE 


1 


Nh 


Zz 
oO ol 


J-4 Markings on one side. Upper edge standard 
inches to 16ths. Lower edge up to 113 circum- 
ference inches to 8ths. Other side has formulas 
for calculating circumference, diameter, area, 
etc. and size tables for laying out measures 
and cans. 


1 per sleeve 


oa 
Oo 


ol 


J-5 Markings on one side. Upper edge standard 
inches to 16ths; Lower edge up to 150 circum- 
ference inches to 8ths. Other side has formulas 
as described in Style J-4. 


ol 
ioe) 


J-6 Total distance shown in feet and inches. 
Has reset knob. Audible click every 2 feet; bell 
note every 100 feet. 


oa 


J-7 Marked one side, upper edge 12 inches to 
16ths, lower edge 6 and 12-point measure. 
Other side upper edge 8-point, lower edge 10- 
point measure. 


1 per sleeve 
1 per envelope 

A# S572A 
2# 1069 
1 


ja 
sc 


J-8 Marked one side, upper edge 12 inches to 
16ths, lower edge 168 agate lines. Other side 
upper edge 8 and 10-point measure, lower edge 
6 and 12-point measure. 


ol 
oO 


J-9 Marked one side only. Upper edge inches to 
8ths. Lower edge fraction of yards Ye, %, %, 
Vs, ¥, V2, , %, 3, Ta. 


J-10 Marked one side only, both edges to 16ths 
of an inch. 


J-11 Marked one side both edges to millimeters, 
other side upper edge only inches to 8ths. 
Opposite sides reading from same end. 


J-12 Marked both sides, reading from opposite 
ends. Upper edge fractions of yards, lower edge 
inches to 8ths. 


J-13 Marked both sides, reading from same end. 
One side lower edge inches to 8ths, other side 
fractions of yards. 


J-14 Marked inches to 8ths on both bevels with 
opposite edges reading from opposite ends. 
Fractions of yards on flat center surface. Marked 
on bevel side only. 


J-15 Marked both sides, both edges one side 
8ths, other side 16ths inch. 


J-16 Marked both sides. One side both edges 
consecutive inches to 8ths. Other side lower 
edge consecutive inches to 8ths, upper edge 
feet and quarter feet. Opposite sides measure 
from opposite ends. 


a 


1 1 per sleeve 


6 1 per sleeve 


J-17 Marked both sides both edges consecutive 
inches to 8ths. On upper face zero falls at inside 
of lip; on lower face at opposite end of rule. 


J-18 Marked both sides feet, inches and 8ths. 
J-19 Marked both sides on outer edge inches to 


8ths with zero of both sides falling at inside of 
stock. 
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1 per carton 
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Nh 


1 per sleeve 


J-20 Black markings on white finish. Feet, 
inches and 8ths one side only. 16” centers 
indicated. Instantaneous reading. 


1 per box 


1 per carton 


Lufkin machine divided steel rules are first choice among engineers, inspec- 
tors, tool and die makers and machinists working to precise measurements. 
Extreme accuracy is attained by scribing the graduations and figures into the 
metal on special graduating equipment that has diamond stylus cutting tools. 
Edges and ends are ground straight and parallel to exact specifications. 


Available in plain or in non-glare chrome clad finish. Jet-black markings 
stand out sharp and clear against the chrome background. The Lufkin chrome 
clad finish consists of multiple electro-platings that protect and preserve 
the figures and graduations. It is a hard finish that resists stain, finger marks, 
moisture and other corrosive agents. 
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Graduations are ‘‘rapid reading.’’ 64ths of an inch are numbered every 8th 
division, 32nds every 4th division, 100ths every 10th division and 50ths every 
5th division. This feature, plus staggering the figures, makes reading easier 
and quicker. 


Each rule is marked both sides, with the most frequently used graduations 
on the bottom edge for convenience. Single row, edges read from same end. 
Double row, opposite edges read from opposite ends. 
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A WEKIN 5 TEMPERED | 


A chrome clad rule, 34” wide and 344” thick. Has a hook that can be readily 
reversed by loosening the thumb screw until the hook slot clears the rule. 
This feature permits the hook to be turned to either edge of the rule without 
removing any parts. Zero falls at inside of hook. Graduated 8ths, 16ths, 
32nds and 64ths of an inch. Rapid reading graduations throughout full length 
of rule. Single row of inch figures. Packed three (3) in a box. 
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C2103RA-6’, 2103R-6" 
PULL FLEXIBLE AULES 


This very flexible, spring-tempered rule is %” wide and very thin (%s” 
thick). Graduated 32nds, 64ths, 10ths and 50ths of an inch. Rapid reading. 
Available plain or chrome finish. Single row of inch figures. Packed six 
(6) in a box. 


C210S5R-6’, 12", 16". 24" 
AND 2105R-6" 
FULL FLEXIBLE RULES 


Thin (a”) and very flexible, spring-tempered rules. Graduated 32nds, 
64ths, 10ths and 100ths of an inch. All lengths, rapid reading. 6-inch and 
12-inch lengths are %” wide and marked with a single row of inch figures; 
18-inch and 24-inch lengths are 34” wide and marked with a double row of 
inch figures. 6-inch length available plain or chrome clad; balance of sizes 
chrome clad only. 6-inch and 12-inch are packed six (6) in a box; 18-inch 
and 24-inch one (1) in a package. 
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C210R-6’, 210R-6’ 

FULL FLEXIBLE RULES 

Thin (44”), %” wide and very flexible, spring-tempered rules. Graduated 
64ths of an inch, lower edge one side; 32nds and 16ths of an inch other side. 


Rapid reading. Available plain or chrome clad finish. Single row of inch 
figures. Packed six (6) in a box. 


C2e216R-6” FULL 
FLEXIBLE RULE 
Thin (44”), %” wide and very flexible, spring-tempered rule. Graduated 


32nds, 64ths, 50ths and 100ths of an inch. Rapid reading. Chrome clad finish 
only. Single row of inch figures, Packed six (6) in a box. 
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Ce2e204R-6’, 12” AND 
2204R-6’, 12” 
SPRING TEMPERED RULES 


These rules are 34” thick. 6-inch lengths are %4” wide; 12-inch lengths are 
1” wide. Graduated 32nds, 64ths, 8ths and 16ths of an inch. Rapid reading. 
Available in plain or chrome clad finish. 6-inch length graduated with a 
single row of inch figures; 12-inch length graduated with a double row of 
inch figures. Packed six (6) in a box. 
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C2206R-6", 12" 
SPRING TEMPERED RULES 


These chrome clad rules are 344” thick. The 6-inch length is 34” wide and 
the 12-inch length is 1” wide. Graduated 10ths and 50ths of an inch. Rapid 
reading. 6-inch length graduated with a single row of inch figures; 12-inch 
length graduated with a double row of inch figures. Packed six (6) in a box. 


C2204RE-6’ SPRING 
TENVIPERED ALILE 


Same as C2204R-6”, except one end each side is graduated to 32nds of an 
inch. End graduations are helpful in measuring grooves, shoulders, recesses, 
etc. Edges graduated in 8ths, 16ths, 32nds and 64ths.Packed six (6) in a box. 
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This chrome clad rule is %4” wide and 3%4” thick. Has a hook that can be 
quickly and completely removed by turning the eccentric stud a half-turn. 
It can be reversed for use on opposite edge. Zero falls at inside of hook. 
Graduated 8ths, 16ths, 32nds and 64ths of an inch. Rapid reading. Single 
row of inch figures. Packed three (3) in a box. 
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C2604RE-6’ 
SEMI-FLEXIBLE RULE 
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This chrome clad rule is %” wide and 1/50” thick. Graduated 8ths, 16ths, 
32nds and 64ths of an inch. Rapid reading. Single row of inch figures. One 
end of each side graduated to 32nds. End graduations are helpful in measuring 
grooves, shoulders, recesses, etc. Packed six (6) in a box. 
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RWIOME........ oe, 10 125CH........... 8, 12 HC250........... 15, 36 AB5ME.. een 15, 36 
io ae 4 O125CH......... aes | OHC250. . ‘oye n tide a 435MM... 15, 36 
TESBOD! css ccncdverns vennes es 41 HF cin: se nies « nani C253... 15, 36 H436 15, 36 
TICBOY, ssn v «sum 5 saves saanas: 4 0143P 10 C253 BLK... 15, 36 OH436. ee, 36 
12-150 39, 41 143PD...... 6, 10 0253... 36 436M 15, 36 
RETO. oo cnccas 10 0143PD 10 rae 15, 36 | ae 15, 36 
REUIK cass cucessegnnssacnans 10 146 6, 10 OHC253 36 436MM 15, 36 
RWI2...0..... 10 0146... 10 HC255...... 15, 36 ABIM occas 15, 36 
RW12D..0 eee cece ee 10 146ME 6, 10 OHC255. eee 36 437ME....... 15, 36 
OM, 54, 56 146P 6, 10 C256 15, 36 450EM 53, 56 
016 54, 56 O146P 10 00256 36 460 53, 56 
LW23..... segauacuwiced 62, 64 146PD.. 6, 10 HC256 15, 36 460F 53, 56 
OLW23....................62, 64 1480... 6, 10 OHC256 36 500. eee evee eee 22, 40 
TT27 Asst... oo eecececeees 63 PWIS6ME..... 6,12 261P...... 17,38 0500 Soccer 40 
31-100 27, 28, 29, 30, 42 160... 53, 56 0261P 38 503... 22, 40 
31-150.............28, 29, 30, 42 160F....... 53, 56 3... 17, 36 | Seid 40 
31-200.............27, 29, 30, 42 202.000.0000. 62, 64 0263... Ee 5030... 22, 40 
31-300.............27, 29, 30, 42 1 16, 36 MESO osc ces senses cons» DE, 38 O508D occ <scne ce uns veewes 40 
CS 29, 30, 42 0C210.............. 0.2... 36 02630... 38 503ME,.......... 22, 40 
THES WSS nce s ena wood 63 | nn | ISP. 5: canescens acs se Aly 3S 0503ME......... ee. 40 
TT3F Asst... soa. anaagal 63 a 36 i - H503.. cece ee 22, 40 
BWV coc ccce cece ees 58, 64 C213-16ths....... 16, 38 263TP................... 17, 38 OH503........... 40 
BAY ccc ee ee. 58, 64 C213-16BLK.... 16, 38 $263.00... eee... 17, 36 H503D...................,22, 40 
|, a 47, 56 0C213-16ths.......... 38 0S263..... OR: OHS03D. o.oo ec ee cee eee 40 
41-200... 00. occ cece 29, 30, 42 0C213-I6BLK.................38 DB oc vn nie vanean evens 17, 36 5O4L... ee, 22, 40 
i ae 29, 30, 42 FEIT Si. aon 16, 36 0266... eariees oil 0504L.. eee 40 
re ren 29, 30,42 OHC213........... 36 266D 17, 38 5OMME.. eee 22, 40 
X46 46, 56 C213... 16, 38 0266D 38 0504ME 40 
BIA. ost insinsitccente vie nn 46, 56 co vias eae lle 267... occ eevee sees. 17, 36 505. eee 22, 40 
GAM oo cinne isanmennanass 47, 56 C213CX.................. 16, 38 0267... ide bite venience TOE 40 
HX46. cee 46, 56 OC213CX........... 38 RW310................. 10 re 22, 40 
AG, 5 << nsnieinaupaiamons 46, 56 1 ee 16, 38 re 10 0 40 
HW50..0 000 e cee 14, 36 7) PWINZ sc cics nuns eccev ens 10 a 22, 40 
OHW50.......................36 HC213D...................16, 38 RW312D.............. 10 0506. ec ce cece, 40 
REO, ow x vn is wing 28, 30, 42 C216....................16, 36 ren 16, 36 BOGE, sys kne xonct'e cout es 22, 40 
ODIO env dic unc etiaten si 58, 64 FIG occ onnseassmroe ene etl On 0506D.... 00. e ee eeeeceese ss 40 
a ee 58, 64 C216-16ths....... 16, 38 i _..16, 38 506ME... eee, 22, 40 
61-200..........27, 28, 29, 30, 42 C216-16BLK..... _...16, 38 0C313D............... 38 O506ME... 0... eee cece eee. 40 
61-300........,.27, 28, 29, 30, 42 C216D....................16, 38 C316 sean »ino's « dll 3 H506... 0... sees. 22, 40 
61-500............. 28, 29, 30, 42 OC216D........... 38 OC316. ee, 36 | 40 
O62ME 12F................ 52, 56 ORES 16, 36 BMED, 5 5 cvs venenans sens ts 16, 38 H506D. 0. eee eee, 22, 40 
| ee 58, 64 OHC216. 36 HOTTOE «sco x rcoee v sda cel OHS06D......................40 
or 58, 64 HC216D............ ese 16, 38 RW316.. 10 BOT oo cec ce cvee esses 22, 40 
5 a ie een 58, 64 HW220....................14, 36 BID. oon ccws scone neni» Akg OS 0507. ooo eceeeee eevee 40 
7 re 58, 64 OHW220......................36 WIR sics ax dae samen ct 54, 56 50D... 22, 40 
1 ne 58, 64 W22IM.......... ........14, 36 W393. cee 6, 12 0507D......... 40 
Boece soe vn csie x nncnan oll, BB W22IME...............14, 36 BOB. coc caanweeneu enna» Oa 507ME....... creas cows nll Ml 
ne 48, 56 w221MM... oe. 14, 36 0403.2. c cece eeee es 40 5M eee 53, 56 
O66F. cece 44, 56 W223... _.......14, 36 403D.....................23, 40 B82 eee 31 
O66X.. ee. 48, 56 ow223...... 36 08030... eee 40 552% | 
HO66.... ee 44, 56 HW223.. 14, 36 eo BID. ooo occ cvcv eevee se. 59, 64 
068.00. 4, 56 OHW223.. 36 ROTI S: 40 GBIF cane conn ener e voy G8 
a 44, 56 HW223D.... 14, 38 WD occa oeesne comxn o Bd AE S572A................ 2.59, 64 
ens 39 GHW22SD. cnn vcoess ores 88 O406D.... eee 40 G6 eae... Steinceite Rieder 34 
ODPM celebs tar Memes x ns 41 W223M...................14, 36 O07 ee ecee eee 40 576A... 34 
a er 41 W223ME..................14, 36 ft -.. 23, 40 BIEB eee eee 3M 
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Useful Numbers in Surveying 


For Converting Multiplier Converse 
Feet into Links 1.515 .66 
Yards into Links 4.545 .22 
Square Feet into Acres .0000230 43560 
Square Yards into Acres .0002066 4840 
Feet into Miles 0001894 5280 
Yards into Miles .0005682 1760 
Chains into Miles 0125 80 


Chaining on Slopes 
A= Angle of slope with horizon. 

L=Length of line chained on the slope. 
(=Length of line reduced to the horizontal. 


1=LK. K=cos A. 
Table Showing Values of K 
A? K Ae OK Ae K AP OK 


5.996 14.970 23.920 32.848 
6 994 15 966 24.913 33.839 
T2092 16.961 25.906 34.829 
8 990 17.956 26.899 35.819 
9.988 18.951 27891 36.809 
10 = .985 19 .945 28 ~~ .883 37, @l®d 
1] .982 20 = .940 29.875 38.788 
12.978 21.934 30.866 39 LAS 
13.974 22. + O27 31.857 40.766 


Reduction of Base Lines 

to Level of Sea 

L=Length of base line measured in feet. 

h=Means height of base line above sea level in feet. 

c=Correction in feet to be subtracted from the length of the base line. 


uh (Log 20,890,592=7.3199507) 


= 90,890,592 


Surveyors or Land Measure 


1 Link=7.92 inches. 

1 Rod (or Pole)=25 links=16% feet. 

1 Chain=100 links=4 rods=66 feet. 

1 Furlong=40 rods=10 chains=% mile. 

1 Mile=320 rods=5, 280 feet. 

1 Acre=160 square rods= 43,560 square feet. 
1 Square Mile=640 acres. 


NOTE: To Set Out a Right Angle with a Chain, take 40 links for the base, 
30 links for the perpendicular and 50 for the hypotenuse 


Miscellaneous 


1 kilogram per meter=.6720 pounds per foot. 

1 gram per square millimeter= 1.422 pounds per square inch. 

1 kilogram per square meter=0.2084 pounds per square foot. 

1 kilogram per cubic meter=.0624 pounds per cubic foot. 

1 degree centigrade=1.8 degrees Fahrenheit. 

1 pound per foot= 1.488 kilograms per meter. 

1 pound per square foot=4.882 kilograms per square meter. 

1 pound per cubic foot= 16.02 kilograms per cubic meter. 

1 degree Fahrenheit= .5556 degrees centigrade. 

1 Calorie (French Thermal Unit)=3.968 B. T. U. (British Thermal Unit). 


__ {33,000 foot pounds per minute. 
1 Horse Power=( 744 Watts. 


1 Watt (Unit of Electrical Power)—{ 00134 Horse Power. 


44.22 foot pounds per minute. 
1000 Watts 

1 Kilowatt= 1.34 Horse Power. 

(44,220 foot pounds per minute. 
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The Metric System 


MEASURES OF LENGTH 


LG: millimeters Crim) == CantiMmeter... a: 058s acco eccin anges v.auenend cm. 

PO.CentiMeteis= TecMetel sc og nthe oo not ewe te mceonce Ss wae dm, 

LD deeiinieters=s nitro ocean's css ual a pikes «Reh Sees Shee oF m, 
39.37 inches. 


1 meter={ 3.28083 feet. 
1.0936 yards. 


1 centimeter= .3937 inch. 


{.03937 inch, or 
\approximately 1/25 inch. 


1 kilometer=0.62137 mile. 


1 millimeter= 


1 treters=1idekameten: a. 2),ne523 caus y cae tama omnes aoe Lacie! Dm. 
10 dekameters=1 NektOMeteli.c..<cicay te coca peri s cars 0 coewey aehowee Hm. 
16 fiekfometers= 1 KilOMGtET.. bs vis sites gapeeRh oa dave Saad a aol areal eand Km. 


1 foot= .3048 meter. 


(2.54 centimeters. 


1 inch= \25.4 millimeters. 


MEASURES OF SURFACE 


seme en 
1 square centimeter=.155 square inch. 
1 square millimeter=.00155 sq. inch 

1 square yard=.836 square meter. 

1 square foot= .0929 square meter. 


6.452 sq. centimeters. 


1 square inch= {g46"9 sq. millimeters. 


MEASURES OF VOLUME AND CAPACITY 


35.314 cubic feet. 
l cubic meter={ 1.308 cubic yards. 
264.2 gallons (231 cubic inches). 


1 cubic decimeter= (P0389 cubic feet 


1 cubic centimeter=.061 cubic inch. 


1 cubic decimeter. 
61.023 cubic inches. 
1 liter—/ ,-0353 cubic foot. 
1.0567 quarts (U. S.). 
| .2642 gallon (U. S.). 
| 2.202 Ibs. of water at 62° F. 


1 cubic yard=.7645 cubic meter. 


.02832 cubic meter. 
1 cubic foot= {28.317 cubic decimeters. 
28.317 liters. 


1 cubic in.=16.393 cubic centimeters. 
1 gallon (British)= 4.543 liters. 
1 gallon (U. S.)=3.785 liters. 


MEASURES OF WEIGHT 


1 gram=15.432 grains. 
1 kilogram= 2.2046 pounds. 
.9842 ton of 2240 Ibs. 


1016 kilograms. 


| 
| 
| 
| 
| 
| 
: ( 
1 metric ton={ 19.68 cwts. 
2204.6 Ibs. 
1 grain=.0648 gram. 6 
1 ounce avoirdupois= 28.35 grams. 
1 pound= .4536 kilogram. 
1 ton of 2240 Ibs.={ 1.016 metric ton. : 
Litho in U.S. 
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